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Proiettori 

. 
Listino prezzi  
01 Aprile 2009 

. 
. 

X1160P 
. 

 

Caratteristiche Principali  
• Tecnologia display DLP™, Digital light processor  
• Risoluzione Nativa SVGA 800 x 600  
• Luminosità 2000 ANSI Lumens  
• Contrasto 2000:1  

 
Target Utenti  
• Soluzioni per professionisti e piccoli uffici 
 

Punti Chiave  
• Funzione Remote Control security 
• Durata lampada sino a 4000 ore 
• Funzione PIN Seurity  
• Zoom digitale 
 

Specifiche Tecniche  
. 
Tecnologia  DLP™, Digital Light Processor  
Risoluzione nativa  Native SVGA (800 x 600),  
Risoluzione compressa  Maximum SXGA (1,280 x 1,024), WXGA+ (1,440 x 900)  
Colori  16.7Million Colors  
Luminosità (ANSI lumens)  2400 ANSI Lumens  
Contrasto  2500:1  
Silenziosità  33 dBA  
Peso  2.3 kg  
Dimensioni  267 x 187 x 80 mm (10.5 x 7.4 x 3.1 inches)  
Compatibilità computer  IBM PC and Compatibles, Apple Macintosh, iMac, and VESA Standards WXGA+ (1,440 x 900), WXGA (1,280 x 800, 1,280 x 768), SXGA (1,280 x 

1,024), XGA (1,024 x 768), SVGA (800 x 600), VGA (640 x 480)  
Compatibilità video  NTSC (3.58/4.43), PAL (B/D/G/H/I/M/N), SECAM (B/D/G/K/K1/L), HDTV (720p, 1080i), EDTV (480p, 576p), SDTV (480i, 576i)  
Formato proiezione  4:3 Native, 16:9 Compatible  
Scansione orizzontale/verticale  31k – 69k Hz / 50 - 85 Hz  
Funzioni speciali  Acer eTimer Management, Acer eView Management, Blackboard Mode, Acer ePower Management, High Altitude Mode, Installation Menu, Instant 

Pack, Auto Shutdown, Quick Start, Quick Detection, PIN Security, RC Security, Digital Zoom and Pan, 3X Color Wheel Rotation Speed  
Distanza di proiezione  3.3’(1.0m) ~ 39.0’(11.9m)  
Dimensione schermo di proiezione 
(Diagonale)  25”(64cm) ~ 300”(762cm)  
Correzione distorsione trapezoidale  +/-40 Degrees (Vertical )  
Durata lampada  3,500 Hours (Standard), 4,000 Hours (ECO) 
Modello lampada  Osram 180 W user replaceable P-VIP lamp  
Consumo  255 Watts (Operation), <5 Watts (Standby)  
Alimentazione  AC Input 100~240V auto-switching power supply  
Accessori  AC power cord, VGA cable, Composite video cable, Remote control, Battery for remote control, Lens cap, User’s guide (CD-ROM), Quick start guide, 

Security card  
Zoom digitale  2x  
Interfacce I/O  Analog RGB/Component Video (D-sub) x 1, Composite Video (RCA) x 1, S-Video (Mini DIN) x1, USB (Type B) x 1  
Garanzia  Proiettore: 2 anni carry-in; lampada: 90 giorni.  
 
Modello  

. Part Number  
. Listino  

. 
. 

X1160P 
Risoluzione 800 x 600, contrasto 2500:1, luminosità 2.400 ANSI , peso 2.3 kg, silenziosità 33 db, +/-
40°Vertical keystone, 50”@2m, da 1m a 11.9m, Blackboard mode, Remote Control Security, 4000h 
lamp life  

. 
EY.J8801.001 EUR 410.00 

. 

. 
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. 
Proiettori 

. 
Listino prezzi  
01 Aprile 2009 

. 
. 

P1165 
. 

 

Caratteristiche Principali  
• DLP™, Digital Light Display  
• Risoluzione Nativa SVGA (800 x 600)  
• Luminosità 2400 ANSI Lumens  
• Contrasto 2000:1  

 

Target Utenti  
• Soluzioni per professionisti e piccoli uffici 
 

Punti Chiave  
• Elevata silenziosità 
• Durata lampada sino a 4000 ore 
• DVI  
• Funzione Multi PC Connectivity  
 

Specifiche Tecniche  
. 
Tecnologia  DLP™, Digital Light Display  
Risoluzione nativa  Native SVGA (800 x 600)  
Risoluzione compressa  Maximum SXGA (1,280 x 1,024), WXGA+ (1,440 x 900)  
Colori  16.7 million colors  
Luminosità (ANSI lumens)  2,400 ANSI Lumens (Standard), 1,920 ANSI Lumens (ECO)  
Dimensioni  299 x 229 x 93 mm (11.8”x 9.0”x 3.7”)  
Peso  6.6 lbs (3.0Kg)  
Contrasto  2000:1  
Silenziosità  24 dBA (ECO mode) - 28 dBA (Standard mode)  
Compatibilità computer  IBM PC and Compatibles, Apple Macintosh, iMac, and VESA Standards WXGA+ (1,440 x 900), WXGA (1,280 x 800, 1,280 x 768), SXGA (1,280 x 

1,024), XGA (1,024 x 768), SVGA (800 x 600), VGA (640 x 480)  
Compatibilità video  NTSC (3.58/4.43), PAL (B/D/G/H/I/M/N), SECAM (B/D/G/K/K1/L), HDTV (720p, 1080i), EDTV (480p, 576p), SDTV (480i, 576i)  
Formato proiezione  4:3 Native, 16:9 compatible  
Picture in Picture Support  N/A  
Modalità di proiezione  Front, Rear, Front-Ceiling, Rear-Ceiling  
Lenti di proiezione  F = 2.41 ~ 2.55, f = 21.79mm ~ 23.99mm 1:1.1 Manual Zoom and Manual Focus  
Dimensione schermo di proiezione 
(Diagonale)  23”(58cm) ~ 300”(762cm)  
Zoom digitale  2X  
Dimensione immagine proiettata  50”@2m (1.95 ~ 2.15:1)  
Distanza di proiezione  3.3’(1.0m) ~ 39.0’(11.9m)  
Scansione orizzontale/verticale  31.5-100KHz / 56-85Hz  
Funzioni speciali  Acer eTimer Management, Acer eOpening Management, Acer eView Management, Blackboard Mode, Acer ePower Management, Eco Projection, 

Acer Top-Load Lamp function, High Altitude Mode, Installation Menu, Multi-PC Connectivity, Instant Pack, Auto Shutdown, Quick Start, Quick 
Detection, PIN Security, Digital Zoom and Pan, 3X Color Wheel Rotation Speed  

Tipologia lampada  180 W user replaceable P-VIP lamp  
Durata lampada  4,000 Hours (ECO) - 3,000 Hours (Standard)  
Correzione trapezoidale  +/-40 Degrees (Vertical )  
Audio  One Internal Speaker with 2 watts Output  
Alimentazione  AC input 100~240V auto-switching power supply  
Consumo  230 Watts (Operation), 5 Watts (Standby)  
Uniformità  90%  
Interfacce I/O  Analog RGB/Component Video (D-sub) x 1 Composite Video (RCA) x 1 S-Video (Mini DIN) x1 DVI (HDCP) x 1 PC Audio (Stereo mini jack) x 1 USB 

(Type B) x 1 RS232 (Mini DIN) x 1  
Accessori  AC power cord VGA cable Composite video cable Remote control Battery x 2 for remote control Carrying case User’s guide (CD-ROM) Quick start 

guide Security card  
Garanzia  Proiettore: 2 anni carry-in; lampada: 90 giorni.  
 
Modello  

. Part Number  
. Listino  

. 
. 

P1165 
Risoluzione 800 x 600, contrasto 2000:1, luminosità 2.400 ANSI, peso 3 kg, silenziosità 28 dBA (std 
mode), 24 dBA (ECO mode), ‘+/-40°Vertical keystone, 50”@2m, da 1m a 11.9m, eOpening 
Management, Blackboard mode, Top-load lamp design, Digital connectivity-DVI, Multi PC Connectivity, 
Sliding lens cover, Low noise level, ECO Mode, Loop Through, Alarm, Built in speaker, 4000h lamp life 
(ECO mode), tecnologia ColorBoost II, tecnologia Acer Eco Projection, High Altitude Mode 

. 

EY.J5201.001 EUR 449.00 
. 

. 
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. 
Proiettori 

. 
Listino prezzi  
01 Aprile 2009 

. 
. 

X1260P 
. 

 

Caratteristiche Principali  
• Tecnologia display DLP™, Digital light processor  
• Risoluzione Nativa XGA - 1024 x 768  
• Luminosità 2000 ANSI Lumens  
• Contrasto 2000:1 
 

Target Utenti  
• Soluzioni per professionisti e piccoli uffici  
• Piccole e medie imprese  
 

Punti Chiave  
• Funzione Remote Control security 
• Durata lampada sino a 4000 ore 
• Funzione PIN Seurity  
• Zoom digitale 
 

Specifiche Tecniche  
. 
Tecnologia  DLP™, Digital Light Processor  
Risoluzione nativa  Native XGA (1,024 x 768)  
Risoluzione compressa  Maximum SXGA+ (1,400 x 1,050), WXGA+ (1,440 x 900)  
Colori  16.7Million Colors  
Luminosità (ANSI lumens)  2400 ANSI Lumens  
Contrasto  2700:1  
Silenziosità  33 dBA  
Peso  2.3 kg (5 Ibs)  
Dimensioni  267 x 187 x 80 mm (10.5 x 7.4 x 3.1 inches)  
Compatibilità computer  IBM PC and Compatibles, Apple Macintosh, iMac, and VESA Standards WXGA+ (1,440 x 900), WXGA (1,280 x 800, 1,280 x 768), SXGA+ (1,400 x 

1,050), SXGA (1,280 x 1,024), XGA (1,024 x 768), SVGA (800 x 600), VGA (640 x 480)  
Compatibilità video  NTSC (3.58/4.43), PAL (B/D/G/H/I/M/N), SECAM (B/D/G/K/K1/L), HDTV (720p, 1080i), EDTV (480p, 576p), SDTV (480i, 576i)  
Formato proiezione  4:3 Native, 16:9 Compatible  
Scansione orizzontale/verticale  31 - 80 kHz / 50 - 85 Hz  
Funzioni speciali  Acer eTimer Management, Acer eView Management, Blackboard Mode, Acer ePower Management, High Altitude Mode, Installation Menu, Instant 

Pack, Auto Shutdown, Quick Start, Quick Detection, PIN Security, RC Security, Digital Zoom and Pan, 3X Color Wheel Rotation Speed  
Distanza di proiezione  3.3”(1.0m) ~ 39.0”(11.9m)  
Dimensione schermo di proiezione 
(Diagonale)  23”(58cm) ~ 300”(762cm)  
Correzione distorsione trapezoidale  +/-40 Degrees (Vertical )  
Audio  One Internal Speaker with 2 watts Output  
Durata lampada  3,500 Hours (Standard), 4,000 Hours (ECO) 
Tipologia lampada  Osram 180 W user replaceable P-VIP lamp  
Consumo  255 Watts (Operation), <5 Watts (Standby)  
Alimentazione  AC Input 100~240V auto-switching power supply  
Accessori  AC power cord, VGA cable, Composite video cable, Remote control, Battery for remote control, Lens cap, User’s guide (CD-ROM), Quick start guide, 

Security card  
Zoom digitale  2x  
Interfacce I/O  Analog RGB/Component Video (D-sub) x 1, Composite Video (RCA) x 1, S-Video (Mini DIN) x1, PC Audio (Stereo mini jack) x 1, Analog RGB (D-

sub) x 1, USB (Type B) x 1, RS232 (Mini DIN) x 1  
Garanzia  Proiettore: 2 anni carry-in; lampada: 90 giorni.  
 
Modello  

. Part Number  
. Listino  

. 
. 

X1260P 
Risoluzione 1024x768, contrasto 2700:1, luminosità 2.400 ANSI, peso 2.3 kg, silenziosità 33 db, +/-
40°Vertical keystone, 50”@2m, da 1m a 11.9m, Blackboard mode, Remote Control Security, 4000h 
lamp life, Loop Through, Alarm, Built in speaker, 4000h lamp life 

. 
EY.J8901.001 EUR 536.00 

. 

. 

 



I prezzi si intendono al pubblico Iva esclusa - Le informazioni riportate nel presente listino potrebbero subire variazioni senza preavviso  
4 

. 
Proiettori 

. 
Listino prezzi  
01 Aprile 2009 

. 
. 

P1265 
. 

 

Caratteristiche Principali  
• Tecnologia display DLP™, Digital light processor  
• Risoluzione Nativa XGA - 1024 x 768   
• Luminosità 2400 ANSI Lumens  
• Contrasto 2000:1  

 

Target Utenti  
• Soluzioni per professionisti e piccoli uffici  
• Piccole e medie imprese  
 

Punti Chiave  
• Elevata silenziosità 
• Durata lampada sino a 4000 ore 
• DVI  
• Funzione Multi PC Connectivity  
 

Specifiche Tecniche  
. 
Tecnologia  DLP™, Digital Light Display  
Risoluzione nativa  Native XGA (1,024 x 768)  
Risoluzione compressa  Maximum SXGA+ (1,400 x 1,050), WXGA+ (1,440 x 900)  
Colori  16.7 million colors  
Luminosità (ANSI lumens)  2,400 ANSI Lumens (Standard), 1,920 ANSI Lumens (ECO)  
Dimensioni  299 x 229 x 93 mm (11.8”x 9.0”x 3.7”)  
Peso  6.6 lbs (3.0Kg)  
Contrasto  2000:1  
Silenziosità  28 dBA (Standard mode), 24 dBA (ECO mode)  
Compatibilità computer  IBM PC and Compatibles, Apple Macintosh, iMac, and VESA Standards WXGA+ (1,440 x 900), WXGA (1,280 x 800, 1,280 x 768), SXGA+ (1,400 x 

1,050), SXGA (1,280 x 1,024), XGA (1,024 x 768), SVGA (800 x 600), VGA (640 x 480)  
Compatibilità video  NTSC (3.58/4.43), PAL (B/D/G/H/I/M/N), SECAM (B/D/G/K/K1/L), HDTV (720p, 1080i), EDTV (480p, 576p), SDTV (480i, 576i)  
Formato proiezione  4:3 Native, 16:9 compatible  
Picture in Picture Support (PiP)  N/A  
Modalità di proiezione  Front, Rear, Front-Ceiling, Rear-Ceiling  
Lenti di proiezione  F = 2.41 ~ 2.55, f = 21.79mm ~ 23.99mm 1:1.1 Manual Zoom and Manual Focus  
Dimensione schermo di proiezione 
(Diagonale)  23”(58cm) ~ 300”(762cm)  
Zoom digitale  2X  
Dimensione immagine proiettata  50”@2m (1.95 ~ 2.15:1)  
Distanza di proiezione  3.3’(1.0m) ~ 39.0’(11.9m)  
Scansione orizzontale/verticale  31.5-100KHz / 56-85Hz  
Funzioni speciali  Acer eTimer Management, Acer eOpening Management, Acer eView Management, Blackboard Mode, Acer ePower Management, Eco Projection, 

Acer Top-Load Lamp function, High Altitude Mode, Installation Menu, Multi-PC Connectivity, Instant Pack, Auto Shutdown, Quick Start, Quick 
Detection, PIN Security, Digital Zoom and Pan, 3X Color Wheel Rotation Speed  

Tipologia lampada  180 W user replaceable P-VIP lamp  
Durata lampada  4,000 Hours (ECO) - 3,000 Hours (Standard)  
Correzione distorsione trapezoidale  +/-40 Degrees (Vertical )  
Audio  One Internal Speaker with 2 watts Output  
Alimentazione  AC input 100~240V auto-switching power supply  
Consumo  230 Watts (Operation), 10 Watts (Standby)  
Uniformità  90%  
Interfacce I/O  Analog RGB/Component Video (D-sub) x 1 Composite Video (RCA) x 1 S-Video (Mini DIN) x1 DVI (HDCP) x 1 PC Audio (Stereo mini jack) x 1 USB 

(Type B) x 1 RS232 (Mini DIN) x 1  
Accessori  AC power cord VGA cable Composite video cable Remote control Battery x 2 for remote control Carrying case User’s guide (CD-ROM) Quick start 

guide Security card  
Garanzia  Proiettore: 2 anni carry-in; lampada: 90 giorni.  
 
Modello  

. Part Number  
. Listino  

. 
. 

P1265 
Risoluzione 1024 x 768, contrasto 2000:1, luminosità 2.400 ANSI, peso 3 kg, silenziosità 28 dBA (std 
mode), 24 dBA (ECO mode), +/-40°Vertical keystone, 50”@2m, da 1m a 11.9m, eOpening 
Management, Blackboard mode, Top-load lamp design, Digital connectivity-DVI, Multi PC Connectivity, 
Sliding lens cover, Low noise level, ECO Mode, Loop Through, Alarm, Built in speaker, 4000h lamp life 
(ECO mode), tecnologia ColorBoost II, tecnologia Acer Eco Projection, High Altitude Mode  

. 

EY.J5301.001 EUR 609.00 
. 

. 
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Proiettori 
. 

Listino prezzi  
01 Aprile 2009 

. 
. 

P5260E 
. 

 

Caratteristiche Principali  
• Tecnologia display DLP™, Digital light processor  
• Risoluzione Nativa XGA - 1024 x 768  
• Luminosità 2,700 ANSI Lumens  
• Contrasto 2100:1  

 

Target Utenti  
• Soluzioni per professionisti e piccoli uffici  
• Piccole e medie imprese  
• Grandi aziende  
 

Punti Chiave  
• Tecnologia ColorBoost e SmartFormat 
• Connessione digitale DVI/HDMI 
• Durata lampada sino a 5000 ore 
• Funzione Multi PC Connectivity 
 

Specifiche Tecniche  
. 
Tecnologia  DLP™, Digital light processor  
Risoluzione nativa  Native XGA (1,024 x 768)  
Risoluzione compressa  Maximum UXGA (1,600 x 1,200), WSXGA+ (1,680 x 1,050)  
Colori  16.7 Million Colors  
Luminosità (ANSI lumens)  2,700 ANSI Lumens (Standard), 2,160 ANSI Lumens (ECO)  
Contrasto  2100:1  
Silenziosità  31 dBA (Standard mode), 29 dBA (ECO mode)  
Peso  2.8Kg (6.2lbs)  
Dimensioni  300 x 228 x 100 mm (11.8”x 9.0”x 3.9”)  
Zoom digitale  2x  
Compatibilità computer  IBM PC and Compatibles, Apple Macintosh, iMac, and VESA Standards UXGA, SXGA, XGA, SVGA, VGA (resizing)  
Compatibilità video  NTSC (3.58/4.43), PAL (B/D/G/H/I/M/N), SECAM (B/D/G/K/K1/L), HDTV (720p, 1080i), EDTV (480p, 576p), SDTV (480i, 576i)  
Picture in Picture (PiP)  N/A  
Formato proiezione  4:3 (Native), 16:9  
Scansione orizzontale/verticale  31.5 ~ 100 kHz / 56 ~ 85 Hz  
Funzioni speciali  Acer eTimer Management, Acer eOpening Management, Acer eView Management, Blackboard Mode, Acer Top-Load Lamp function, High Altitude 

Mode, Multi-PC Connectivity, Instant Pack, Auto Shutdown, Quick Start, Quick Detection, PIN Security, Digital Zoom and Pan,  
Distanza di proiezione  3.3’ (1.0m) ~ 39.4’(12.0m)  
Dimensione schermo di proiezione 
(Diagonale)  23” (0.58m) ~ 300” (7.62m)  
Correzione distorsione trapezoidale  +/-40 Degrees Vertical Keystone Correction  
Audio  One Internal Speaker with 2 watts Output  
Durata lampada  3’000 Hours (Standard), 5’000 Hours (ECO)  
Tipologia lampada  230 W User Replaceable P-VIP Lamp  
Consumo  280 Watts (Operation), <5 Watts (Standby)  
Interfacce I/O  Analog RGB/Component Video (D-sub) x 2, Composite Video (RCA) x 1, S-Video (Mini DIN) x1, DVI (HDCP) x 1, HDMI (Video, HDCP) x 1, PC Audio 

(Stereo mini jack) x 2, Analog RGB (D-sub) x 1, USB (Type B) x 1, RS232 (Mini DIN) x 1  
Accessori  AC power cord, VGA cable, Composite video cable, DVI cable, Remote control, Battery x 2 for remote control, Carrying case, User’s guide (CD-

ROM), Quick start guide, Security card  
Supporto a soffitto  Yes  
Garanzia  Proiettore: 2 anni carry-in; lampada: 90 giorni.  
 
Modello  

. Part Number  
. Listino  

. 
. 

P5260E 
Risoluzione 1024x768, contrasto 2100:1, luminosità 2.700 ANSI, peso 2.8 kg, silenziosità 31 dBA (std 
mode), 29 dBA (ECO mode), +/-40°Vertical keystone, 50”@2m, da 1m a 12m, eOpening Management, 
Blackboard mode, Top-load lamp design, Digital connectivity-DVI/HDMI, Dual D-Sub input, Multi PC 
Connectivity, Sliding lens cover, Low noise level, ECO Mode, Loop Through, Alarm, Built in speaker, 
5000h lamp life (ECO mode), tecnologia ColorBoost II, tecnologia Acer Eco Projection, High Altitude 
Mode 

. 

EY.J6002.001 EUR 618.00 
. 

. 

 
 
 
 
 
 
 
 
 
. 
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Proiettori 
. 

Listino prezzi  
01 Aprile 2009 

. 
. 

P1270 
. 

 

Caratteristiche Principali  
• Tecnologia display DLP™, Digital light processor  
• Risoluzione Nativa XGA - 1024 x 768  
• Luminosità 3,100 ANSI Lumens  
• Contrasto 2000:1  

 
Target Utenti  
• Soluzioni per professionisti e piccoli uffici  
• Piccole e medie imprese  
• Grandi aziende  
 

Punti Chiave  
• Tecnologia ColorBoost e SmartFormat 
• Connessione digitale HDMI 
• Durata lampada sino a 4000 ore 
• Funzione Multi PC Connectivity 
 

Specifiche Tecniche  
. 
Tecnologia  DLP™, Digital Light Display with Colorboost II and EcoProjection  
Risoluzione nativa  Native XGA (1,024 x 768)  
Risoluzione compressa  Maximum UXGA (1,600 x 1,200), WSXGA+ (1,680 x 1,050)  
Colori  134 Million Colors  
Luminosità (ANSI lumens)  3,100ANSI Lumens (Standard) <br> 2,480 ANSI Lumens (ECO)  
Dimensioni  269 x 206 x 96 mm (8.8”x 6.7”x 3.1”)  
Peso  5.5 lbs (2.5 Kg)  
Contrasto  2000:1  
Silenziosità  31 dBA (Standard mode) <br> 28 dBA (ECO mode)  
Compatibilità computer  IBM PC and Compatibles, Apple Macintosh, iMac, and VESA Standards WSXGA+ (1,680 x 1,050), WXGA+ (1,440 x 900), WXGA (1,280 x 800, 

1,280 x 768), UXGA (1,600 x 1,200), SXGA+ (1,400 x 1,050), SXGA (1,280 x 1,024), XGA (1,024 x 768), SVGA (800 x 600), VGA (640 x 480)  
Compatibilità video  NTSC (3.58/4.43), PAL (B/D/G/H/I/M/N), SECAM (B/D/G/K/K1/L), HDTV (720p, 1080i, 1080p), EDTV (480p, 576p), SDTV (480i, 576i)  
Formato proiezione  4:3 Native <br> 16:9 compatible  
Picture in Picture Support  N/A  
Modalità di proiezione  Front, Rear, Front-Ceiling, Rear-Ceiling  
Lenti di proiezione  F = 2.41 ~ 2.66, f = 18.17mm ~ 21.81mm <br> 1:1.2 Manual Zoom and Manual Focus  
Dimensione schermo di proiezione 
(Diagonale)  26”(65cm) ~ 300”(762cm)  
Zoom digitale  2X  
Dimensione immagine proiettata  62”@2m (1.60 ~ 1.92:1)  
Distanza di proiezione  3.3’(1.0m) ~ 32.0’(9.8m)  
Scansione orizzontale/verticale  31.5-100KHz / 50-85Hz  
Funzioni speciali  Acer eTimer Management, Acer eOpening Management, Acer eView Management, Blackboard Mode, Acer ePower Management, Eco Projection, 

High Altitude Mode, Installation Menu, Multi-PC Connectivity, Instant Pack, Auto Shutdown, Quick Start, Quick Detection, PIN Security, Digital Zoom 
and Pan, 3X Color Wheel Rotation Speed  

Tipologia lampada  230 W user replaceable P-VIP lamp  
Durata lampada  4,000 Hours (ECO), 3,000 Hours (Standard)  
Correzione distorsione trapezoidale  +/-40 Degrees (Vertical )  
Audio  One Internal Speaker with 2 watts Output  
Alimentazione  AC input 100~240V auto-switching power supply  
Consumo  300 Watts (Operation), <5 Watts (Standby)  
Uniformità  90%  
Interfacce I/O  Analog RGB/Component Video (D-sub) x 1, Composite Video (RCA) x 1, S-Video (Mini DIN) x1, HDMI (Video, HDCP) x 1, PC Audio (Stereo mini 

jack) x 1, Analog RGB (D-sub) x 1, USB (Type B) x 1, RS232 (Mini DIN) x 1  
Accessori  AC power cord, VGA cable, Composite video cable, Remote control, Battery x 2 for remote control, Lens cap, Carrying case, User’s guide (CD-

ROM), Quick start guide, Security card  
Garanzia  Proiettore: 2 anni carry-in; lampada: 90 giorni. 
 
Modello  

. Part Number  
. Listino  

. 
. 

P1270 
Risoluzione 1024x768, contrasto 2000:1, luminosità 3.100 ANSI, silenziosità 31 dBA (std mode), 28 
dBA (ECO mode), peso 2.5 kg, tecnologia ColorBoost II, +/-40°Vertical keystone, 62”@2m, da 1m a 
9.8m, eOpening Management, Blackboard mode, Digital connectivity-HDMI, Dual D-Sub input, Multi PC 
Connectivity, Low noise level, ECO Mode, Loop Through, Alarm, Built in speaker, 4000h lamp life (ECO 
mode), tecnologia Acer Eco Projection, High Altitude Mode 

. 

EY.J8101.001 EUR 655.00 
. 

. 
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. 
Proiettori 

. 
Listino prezzi  
01 Aprile 2009 

. 
. 

P5270 
. 

 

Caratteristiche Principali  
• Tecnologia display DLP™, Digital light processor  
• Risoluzione Nativa XGA - 1024 x 768  
• Luminosità 3,000 ANSI Lumens  
• Contrasto 2000:1  

 
Target Utenti  
• Soluzioni per professionisti e piccoli uffici  
• Piccole e medie imprese  
• Grandi aziende  
 

Punti Chiave  
• Tecnologia ColorBoost e SmartFormat 
• Connessione digitale DVI/HDMI 
• Durata lampada sino a 4000 ore 
• Funzione Acer Top-Load Lamp 
 

Specifiche Tecniche  
. 
Tecnologia  DLP™, Digital Light Display  
Risoluzione nativa  XGA 1024x768  
Risoluzione compressa  Maximum UXGA (1,600 x 1,200), WSXGA+ (1,680 x 1,050)  
Colori  16.7 million colors  
Luminosità (ANSI lumens)  3,000 ANSI Lumens (Standard) - 2,400 ANSI Lumens (ECO)  
Dimensioni  299 x 229 x 93 mm (11.8”x 9.0”x 3.7”)  
Peso  6.6 lbs (3.0Kg)  
Contrasto  2000:1  
Silenziosità  28 dBA (ECO mode) - 31 dBA (Standard mode)  
Compatibilità computer  IBM PC and Compatibles, Apple Macintosh, iMac, and VESA Standards WSXGA+ (1,680 x 1,050), WXGA+ (1,440 x 900), WXGA (1,280 x 800, 

1,280 x 768), UXGA (1,600 x 1,200), SXGA+ (1,400 x 1,050), SXGA (1,280 x 1,024), XGA (1,024 x 768), SVGA (800 x 600), VGA (640 x 480)  
Compatibilità video  NTSC (3.58/4.43), PAL (B/D/G/H/I/M/N), SECAM (B/D/G/K/K1/L), HDTV (720p, 1080i, 1080p), EDTV (480p, 576p), SDTV (480i, 576i)  
Formato proiezione  4:3 Native, 16:9 compatible  
Picture in Picture Support  N/A  
Modalità di proiezione  Front, Rear, Front-Ceiling, Rear-Ceiling  
Lenti di proiezione  F = 2.41 ~ 2.55, f = 21.79mm ~ 23.99mm 1:1.1 Manual Zoom and Manual Focus  
Dimensione schermo di proiezione 
(Diagonale)  23”(58cm) ~ 300”(762cm)  
Zoom digitale  2X  
Dimensione immagine proiettata  50”@2m (1.95 ~ 2.15:1)  
Distanza di proiezione  3.3’(1.0m) ~ 39.0’(11.9m)  
Scansione orizzontale/verticale  31.5-100KHz / 56-85Hz  
Funzioni speciali  Acer eTimer Management, Acer eOpening Management, Acer eView Management, Blackboard Mode, Acer ePower Management, Eco Projection, 

Acer Top-Load Lamp function, High Altitude Mode, Installation Menu, Multi-PC Connectivity, Instant Pack, Auto Shutdown, Quick Start, Quick 
Detection, PIN Security, Digital Zoom and Pan, 3X Color Wheel Rotation Speed  

Tipologia lampada  220 W user replaceable UHP lamp  
Durata lampada  4,000 Hours (ECO) - 3,000 Hours (Standard)  
Correzione distorsione trapezoidale  +/-40 Degrees (Vertical )  
Audio  One Internal Speaker with 2 watts Output  
Alimentazione  AC input 100~240V auto-switching power supply  
Consumo  280 Watts (Operation), 10 Watts (Standby)  
Uniformità  90%  
Interfacce I/O  Analog RGB/Component Video (D-sub) x 2 Composite Video (RCA) x 1 S-Video (Mini DIN) x1 DVI (HDCP) x 1 HDMI (Video, HDCP) x 1 PC Audio 

(Stereo mini jack) x 2 USB (Type B) x 1 RS232 (Mini DIN) x 1  
Accessori  AC power cord VGA cable Composite video cable DVI cable Remote control Battery x 2 for remote control Carrying case User’s guide (CD-ROM) 

Quick start guide Security card  
Garanzia  Proiettore: 2 anni carry-in; lampada: 90 giorni.  
 
Modello  

. Part Number  
. Listino  

. 
. 

P5270 
Risoluzione 1024x768, contrasto 2000:1, luminosità 3.000 ANSI, peso 3 kg, silenziosità 31 dBA (std 
mode), 28 dBA (ECO mode), +/-40°Vertical keystone, 50”@2m, da 1m a 11.9m, eOpening 
Management, Blackboard mode, Top-load lamp design, Digital connectivity-DVI/HDMI, Dual D-Sub 
input, Multi PC Connectivity, Sliding lens cover, Low noise level, ECO Mode, Loop Through, Alarm, Built 
in speaker, 4000h lamp life (ECO mode), tecnologia ColorBoost II, tecnologia Acer Eco Projection, High 
Altitude Mode 

. 

EY.J7401.001 EUR 712.00 
. 

. 
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Proiettori 

. 
Listino prezzi  
01 Aprile 2009 

. 
. 

P5370W 
. 

 

Caratteristiche Principali  
• Tecnologia display DLP™, Digital light processor  
• Risoluzione Nativa WXGA - 1280 x 800  
• Luminosità 3,000 ANSI Lumens  
• Contrasto 2000:1  

 

Target Utenti  
• Casa/Utenti privati  
• Soluzioni per professionisti e piccoli uffici  
• Piccole e medie imprese  
• Grandi aziende  
 

Punti Chiave  
• Tecnologia ColorBoost e SmartFormat 
• Connessione digitale DVI/HDMI 
• Durata lampada sino a 4000 ore 
• Funzione Multi PC Connectivity 
 

Specifiche Tecniche  
. 
Tecnologia  DLP™, Digital light processor  
Risoluzione nativa  Native WXGA (1,280 x 800)  
Risoluzione compressa  Maximum UXGA (1,600 x 1,200), WSXGA+(1,680x1.050)  
Colori  134 Million Colors  
Luminosità (ANSI lumens)  3,000 ANSI Lumens (Standard), 2,400 ANSI Lumens (ECO)  
Contrasto  2000:1  
Silenziosità  31 dBA (Standard mode), 28 dBA (ECO mode)  
Peso  3.0Kg (6.6 lbs)  
Dimensioni  299 x 229 x 93 mm (11.8”x 9.0”x 3.7”)  
Zoom digitale  2x  
Compatibilità computer  IBM PC and Compatibles, Apple Macintosh, iMac, and VESA Standards WSXGA+ (1,680 x 1,050), WXGA+ (1,440 x 900), WXGA (1,280 x 800, 

1,280 x 768), UXGA (1,600 x 1,200), SXGA+ (1,400 x 1,050), SXGA (1,280 x 1,024), XGA (1,024 x 768), SVGA (800 x 600), VGA (640 x 480)  
Compatibilità video  NTSC (3.58/4.43), PAL (B/D/G/H/I/M/N), SECAM (B/D/G/K/K1/L), HDTV (720p, 1080i, 1080p), EDTV (480p, 576p), SDTV (480i, 576i)  
Picture in Picture (PiP)  N/A  
Formato proiezione  16:10 (Native), 4:3, 16:9  
Scansione orizzontale/verticale  31.5 ~ 100 kHz / 56 ~ 85 Hz  
Funzioni speciali  Acer eTimer Management, Acer eOpening Management, Acer eView Management, Blackboard Mode, Acer ePower Management, Eco Projection, 

Acer Top-Load Lamp function, High Altitude Mode, Installation Menu, Multi-PC Connectivity, Instant Pack, Auto Shutdown, Quick Start, Quick 
Detection, PIN Security, Digital Zoom and Pan, 3X Color Wheel Rotation Speed  

Distanza di proiezione  3.3’ (1.0m) ~ 32.9’(10.0m)  
Dimensione schermo di proiezione 
(Diagonale)  27” (0.69m) ~ 300” (7.62m)  
Correzione distorsione trapezoidale  +/-40 Degrees Vertical Keystone Correction  
Casse  One Internal Speaker with 2 watts Output  
Durata lampada  3,000 Hours (Standard), 4,000 Hours (ECO)  
Tipologia lampada  220 W User Replaceable UHP Lamp  
Consumo  300 Watts (Operation), 10 Watts (Standby)  
Ingressi I/O  Analog RGB/Component Video (D-sub) x 2, Composite Video (RCA) x 1, S-Video (Mini DIN) x1, DVI (HDCP) x 1, HDMI (Video, HDCP) x 1, PC Audio 

(Stereo mini jack) x 2, Analog RGB (D-sub) x 1, USB (Type B) x 1, RS232 (Mini DIN) x 1  
Accessori  AC power cord, VGA cable, Composite video cable, DVI cable, Remote control, Battery x 2 for remote control, Carrying case, User’s guide (CD-

ROM), Quick start guide, Security card  
Supporto a soffitto  Yes  
Garanzia  Proiettore: 2 anni carry-in; lampada: 90 giorni. 
 
Modello  

. Part Number  
. Listino  

. 
. 

P5370W 
Risoluzione 1280x800, contrasto 2000:1, luminosità 3.000 ANSI, silenziosità 31 dBA (std mode), 28 
dBA (ECO mode), peso 3 kg, tecnologia ColorBoost II, +/-40°Vertical keystone, 60”@2m, da 1m a 10m, 
eOpening Management, Blackboard mode, Top-load lamp design, Digital connectivity-DVI/HDMI, Dual 
D-Sub input, Multi PC Connectivity, Sliding lens cover, Low noise level, Sliding lens cover, ECO Mode, 
Loop Through, Alarm, Built in speaker, 4000h lamp life (ECO mode), Cable Management, tecnologia 
Acer Eco Projection, High Altitude Mode  

. 

EY.J7601.001 EUR 837.00 
. 

. 
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. 
Proiettori 

. 
Listino prezzi  
01 Aprile 2009 

. 
. 

P5280 
. 

 

Caratteristiche Principali  
• Tecnologia display DLP™, Digital light processor  
• Risoluzione Nativa XGA - 1024 x 768  
• Luminosità 3,500 ANSI Lumens  
• Contrasto 2000:1  

 

Target Utenti  
• Soluzioni per professionisti e piccoli uffici  
• Piccole e medie imprese  
• Grandi aziende  
 

Punti Chiave  
• Tecnologia ColorBoost e SmartFormat 
• Connessione digitale DVI/HDMI 
• Durata lampada sino a 4000 ore 
• Funzione Multi PC Connectivity 
 

Specifiche Tecniche  
. 
Tecnologia  DLP™, Digital light processor  
Risoluzione nativa  Native XGA (1,024 x 768)  
Risoluzione compressa  Maximum UXGA (1,600 x 1,200), WSXGA+(1,680x1,050)  
Colori  134 Million Colors  
Luminosità (ANSI lumens)  3,500 ANSI Lumens (Standard), 2,800 ANSI Lumens (ECO)  
Contrasto  2000:1  
Silenziosità  34 dBA (Standard mode), 31 dBA (ECO mode)  
Peso  3.0Kg (6.6 lbs)  
Dimensioni  299 x 229 x 93 mm (11.8”x 9.0”x 3.7”)  
Zoom digitale  2x  
Compatibilità computer  IBM PC and Compatibles, Apple Macintosh, iMac, and VESA Standards WSXGA+ (1,680 x 1,050), WXGA+ (1,440 x 900), WXGA (1,280 x 800, 

1,280 x 768), UXGA (1,600 x 1,200), SXGA+ (1,400 x 1,050), SXGA (1,280 x 1,024), XGA (1,024 x 768), SVGA (800 x 600), VGA (640 x 480)  
Compatibilità video  NTSC (3.58/4.43), PAL (B/D/G/H/I/M/N), SECAM (B/D/G/K/K1/L), HDTV (720p, 1080i, 1080p), EDTV (480p, 576p), SDTV (480i, 576i)  
Picture in Picture (PiP)  N/A  
Formato proiezione  4:3 (Native), 16:9  
Scansione orizzontale/verticale  31.5 ~ 100 kHz / 56 ~ 85 Hz  
Funzioni speciali  Acer eTimer Management, Acer eOpening Management, Acer eView Management, Blackboard Mode, Acer ePower Management, Eco Projection, 

Acer Top-Load Lamp function, High Altitude Mode, Installation Menu, Multi-PC Connectivity, Instant Pack, Auto Shutdown, Quick Start, Quick 
Detection, PIN Security, Digital Zoom and Pan, 3X Color Wheel Rotation Speed  

Distanza di proiezione  3.3’ (1.0m) ~ 39’(12.0m)  
Dimensione schermo di proiezione 
(Diagonale)  23” (0.58m) ~ 300” (7.62m)  
Correzione distorsione trapezoidale  +/-40 Degrees Vertical Keystone Correction  
Audio  One Internal Speaker with 2 watts Output  
Durata lampada  2,000 Hours (Standard), 3,000 Hours (ECO)  
Tipologia lampada  260 W User Replaceable UHP Lamp  
Consumo  355 Watts (Operation), 10 Watts (Standby)  
Interfacce I/O  Analog RGB/Component Video (D-sub) x 2, Composite Video (RCA) x 1, S-Video (Mini DIN) x1, DVI (HDCP) x 1, HDMI (Video, HDCP) x 1, PC Audio 

(Stereo mini jack) x 2, Analog RGB (D-sub) x 1, USB (Type B) x 1, RS232 (Mini DIN) x 1  
Accessori  AC power cord, VGA cable, Composite video cable, DVI cable, Remote control, Battery x 2 for remote control, Carrying case, User’s guide (CD-

ROM), Quick start guide, Security card  
Supporto a soffitto  Yes  
Garanzia  Proiettore: 2 anni carry-in; lampada: 90 giorni.  
 
Modello  

. Part Number  
. Listino  

. 
. 

P5280 
Risoluzione 1024x768, contrasto 2000:1, luminosità 3.500 ANSI, peso 3 kg, silenziosità 34 dBA (std 
mode), 31 dBA (ECO mode), +/-40°Vertical keystone, 50”@2m, da 1m a 11.9m, eOpening 
Management, Blackboard mode, Top-load lamp design, Digital connectivity-DVI/HDMI, Dual D-Sub 
input, Multi PC Connectivity, Sliding lens cover, Low noise level, ECO Mode, Loop Through, Alarm, Built 
in speaker, 4000h lamp life (ECO mode), tecnologia ColorBoost II, tecnologia Acer Eco Projection, High 
Altitude Mode 

. 

EY.J7501.001 EUR 809.00 
. 

. 
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. 
Proiettori 

. 
Listino prezzi  
01 Aprile 2009 

. 
. 

P5260i 
. 

 

Caratteristiche Principali  
• Tecnologia display DLP™, Digital light processor  
• Risoluzione Nativa XGA - 1024 x 768  
• Luminosità 2,700 ANSI Lumens  
• Contrasto 2000:1  

 

Target Utenti  
• Soluzioni per professionisti e piccoli uffici  
• Piccole e medie imprese  
• Grandi aziende  
 

Punti Chiave  
• Tecnologia ColorBoost e SmartFormat 
• Funzione wireless 
• Durata lampada sino a 4000 ore 
• Funzione Multi PC Connectivity 
 

Specifiche Tecniche  
. 
Tecnologia  DLP™, Digital light processor  
Risoluzione nativa  Native XGA (1,024 x 768)  
Risoluzione compressa  Maximum UXGA (1,600 x 1,200), WSXGA+ (1,680 x 1,050)  
Colori  134 Million Colors  
Luminosità (ANSI lumens)  2,700 ANSI Lumens (Standard), 2,160 ANSI Lumens (ECO)  
Contrasto  2000:1  
Silenziosità  31 dBA (Standard mode), 25 dBA (ECO mode)  
Peso  6.6 lbs (3.0Kg)  
Dimensioni  299 x 229 x 93 mm (11.8”x 9.0”x 3.7”)  
Digital Zoom  2x  
Compatibilità computer  IBM PC and Compatibles, Apple Macintosh and iMac (Wireless and Ethernet function exclusive), and VESA Standards WSXGA+ (1,680 x 1,050), 

WXGA+ (1,440 x 900), WXGA (1,280 x 800, 1,280 x 768), UXGA (1,600 x 1,200), SXGA+ (1,400 x 1,050), SXGA (1,280 x 1,024), XGA (1,024 x 
768), SVGA (800 x 600), VGA (640 x 480)  

Compatibilità video  NTSC (3.58/4.43), PAL (B/D/G/H/I/M/N), SECAM (B/D/G/K/K1/L), HDTV (720p, 1080i, 1080p), EDTV (480p, 576p), SDTV (480i, 576i)  
Picture in Picture (PiP)  N/A  
Formato  4:3 (Native), 16:9  
Scansione orizzontale/verticale  31.5 ~ 100 kHz / 56 ~ 85 Hz  
Funzioni speciali  Acer eTimer Management, Acer eOpening Management, Acer eView Management, Blackboard Mode, Acer ePower Management, Eco Projection, 

Acer Top-Load Lamp function, High Altitude Mode, Installation Menu, Multi-PC Connectivity, Instant Pack, Auto Shutdown, Quick Start, Quick 
Detection, PIN Security, Digital Zoom and Pan, 3X Color Wheel Rotation Speed  

Distanza di proiezione  3.3’(1.0m) ~ 39.0’(11.9m)  
Dimensione schermo di proiezione 
(Diagonale)  23”(58cm) ~ 300”(762cm)  
Correzione distorsione trapezoidale  +/-40 Degrees (Vertical )  
Audio  One Internal Speaker with 2 watts Output  
Durata lampada  3,000 Hours (Standard), 4,000 Hours (ECO)  
Tipologia lampada  Osram 200 W user replaceable P-VIP lamp  
Consumo  255 Watts (Operation), 14 Watts (Standby)  
Interfacce I/O  Analog RGB/Component Video (D-sub) x 1, Composite Video (RCA) x 1, S-Video (Mini DIN) x1, DVI (HDCP) x 1, HDMI (Video, HDCP) x 1, PC Audio 

(Stereo mini jack) x 1, Analog RGB (D-sub) x 1, Network Audio (Stereo mini jack) x 1, USB (Type B) x 1, RS232 (Mini DIN) x 1, 802.11b/g wireless 
technology, Ethernet port (RJ45) x 1, Wireless antenna connector (SMA) x 1  

Accessori  AC power cord, VGA cable, Composite video cable, DVI cable, Remote control, Battery x 2 for remote control, Detachable antenna, Wireless PnS 
token, PnS token holder, Carrying case, User’s guide (CD-ROM), Quick start guide, Security card  

Supporto a soffitto  Yes  
Garanzia  Proiettore: 2 anni carry-in; lampada: 90 giorni.  
 
Modello  

. Part Number  
. Listino  

. 
. 

P5260i 
Risoluzione 1024x768, contrasto 2000:1, luminosità 2.700 ANSI, peso 2.9 kg, silenziosità 31 dBA, (std 
mode), 25 dBA (ECO mode), +/-40°Vertical keystone, 50”@2m, da 1m a 11.9m, eOpening 
Management, Blackboard mode, Top-load lamp design, HD Wireless, Digital connectivity-DVI/HDMI, 
Dual D-Sub input, Multi PC Connectivity, Sliding lens cover, Low noise level, ECO Mode, Loop Through, 
Alarm, Built in speaker, 4000h lamp life (ECO mode), tecnologia ColorBoost II, tecnologia Acer Eco 
Projection, High Altitude Mode 

. 

EY.J7301.001 EUR 876.00 
. 

. 
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. 
Proiettori 

. 
Listino prezzi  
01 Aprile 2009 

. 
. 

P7280 
. 

 

Caratteristiche Principali  
• Tecnologia display DLP™, Digital light processor  
• Risoluzione Nativa XGA - 1024 x 768   
• Luminosità 4,500 ANSI Lumens  
• Contrasto 2300:1  

 

Target Utenti  
• Piccole e medie imprese  
• Grandi aziende  
 

Punti Chiave  
• Funzione Picture in Picture 
• Durata lampada sino a 3000 ore 
• Funzione Multi PC Connectivity 
• Funzione Wired Remote Control 
 

Specifiche Tecniche  
. 
Tecnologia  DLP™, Digital light processor  
Risoluzione nativa  Native XGA (1,024 x 768)  
Risoluzione compressa  Maximum UXGA (1,600 x 1,200), WSXGA+ (1,680x1,050)  
Colori  1.07 Billion Colors  
Luminosità (ANSI lumens)  4,500 ANSI Lumens (Standard), 3,600 ANSI Lumens (ECO)  
Contrasto  2300:1  
Silenziosità  34 dBA (Standard mode), 29 dBA (ECO mode)  
Peso  5Kg (11 lbs)  
Dimensioni (LxPxH)  404 x 315 x 120 mm (15.9”x 12.4”x 4.7”)  
Compatibilità computer  IBM PC and Compatibles, Apple Macintosh, iMac, and VESA Standards WSXGA+ (1,680 x 1,050), WXGA+ (1,440 x 900), WXGA (1,280 x 800, 

1,280 x 768), UXGA (1,600 x 1,200), SXGA+ (1,400 x 1,050), SXGA (1,280 x 1,024), XGA (1,024 x 768), SVGA (800 x 600), VGA (640 x 480)  
Compatibilità video  NTSC (3.58/4.43), PAL (B/D/G/H/I/M/N), SECAM (B/D/G/K/K1/L), HDTV (720p, 1080i, 1080p), EDTV (480p, 576p), SDTV (480i, 576i)  
Picture in Picture (PiP)  Yes  
Formato proiezione  4:3 (Native), 16:9  
Scansione orizzontale/verticale  27 ~ 92 kHz / 50 ~ 85 Hz  
Funzioni speciali  Acer eTimer Management, Acer eOpening Management, Acer eView Management, Blackboard Mode, Acer ePower Management, Eco Projection, 

Acer Top-Load Lamp function, High Altitude Mode, Installation Menu, Multi-PC Connectivity, Instant Pack, Auto Shutdown, Quick Start, Quick 
Detection, PIN Security, Digital Zoom and Pan, 3X Color Wheel Rotation Speed, 2D Keystone Correction, PIP,  

Distanza di proiezione  3.9’(1.2m) ~ 32.0’(9.8m)  
Dimensione schermo di proiezione 
(Diagonale)  31”(78cm) ~ 300”(762cm)  
Correzione distorsione trapezoidale  +/-40 Degrees Vertical Keystone Correction  
Audio  2 Internal Speakers each with 3 watts Output  
Durata lampada  2,000 Hours (Standard), 3,000 Hours (ECO)  
Tipologia lampada  330 W User Replaceable P-VIP Lamp  
Consumo  TBD Watts (Operation), TBD Watts (Standby)  
Interfacce I/O  Analog RGB/Component Video (D-sub) x 2, Composite Video (RCA) x 1, S-Video (Mini DIN) x1, Component (3 RCA) x 1, HDMI (Video, Audio, 

HDCP) x 1, DVI (HDCP) x 1, PC Audio (Stereo mini jack) x 2, Analog RGB (D-sub) x 1, PC Audio (Stereo mini jack) x 1, SPDIF Audio (RCA) x 1, 
USB (Type B) x 1, RS232 (Mini DIN) x 1, Wired remote control port (Mini jack) x 1  

Accessori  AC power cord, VGA cable, Composite video cable, DVI cable, S-Video cable, Component cable, Remote control, Battery x 2 for remote control, 
Detachable cable holder, Duster filter x 2, Lens cap, Carrying case, User’s guide (CD-ROM), Quick start guide, Security card  

Supporto a soffitto  Yes  
Garanzia  Proiettore: 2 anni carry-in; lampada: 90 giorni.  
 
Modello  

. Part Number  
. Listino  

. 
. 

P7280 
Risoluzione 1024x768, contrasto 2300:1, luminosità 4.500 ANSI, peso 5.4 kg, silenziosità 33 dBA (std 
mode), 29 dBA (ECO mode), +/-40°Vertical keystone +/- 15°Orizontal keystone, 63”@2m, da 1.2m a 
9.6m, eOpening Management, Blackboard mode, Top-load lamp design, Digital connectivity-DVI/HDMI, 
Dual D-Sub input, Multi PC Connectivity, Sliding lens cover, Low noise level, ECO Mode, Loop Through, 
Alarm, Built in speaker, 3000h lamp life (ECO mode), PIP (picture-in-picture), Wired Remote Control, 
Cable Management, Dust Filter, tecnologia ColorBoost II, tecnologia Acer Eco Projection, High Altitude 
Mode 

. 

EY.J7801.001 EUR 1274.00 
. 

. 
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Proiettori 

. 
Listino prezzi  
01 Aprile 2009 

. 
. 

P7270i 
. 

 

Caratteristiche Principali  
• Tecnologia display DLP™, Digital light processor  
• Risoluzione Nativa XGA - 1024 x 768  
• Luminosità 4,000 ANSI Lumens  
• Contrasto 2300:1  

 

Target Utenti  
• Piccole e medie imprese  
• Grandi aziende  
 

Punti Chiave  
• Funzione Picture in Picture 
• Funzione wireless 
• Funzione Multi PC Connectivity 
• Funzione Wired Remote Control 
 

Specifiche Tecniche  
. 
Tecnologia  DLP™, Digital light processor  
Risoluzione nativa  Native XGA (1,024 x 768)  
Risoluzione compressa  Maximum UXGA (1,600 x 1,200), WSXGA+ (1,680x1050)  
Colori  1.07 Billion Colors  
Luminosità (ANSI lumens)  4,000 ANSI Lumens (Standard), 3,200 ANSI Lumens (ECO)  
Contrasto  2300:1  
Silenziosità  29 dBA (Standard mode), 27 dBA (ECO mode)  
Peso  5Kg (11 lbs)  
Dimensioni  404 x 315 x 120 mm (15.9”x 12.4”x 4.7”)  
Wireless  Yes  
Compatibilità video  IBM PC and Compatibles, Apple Macintosh and iMac (Wireless and Ethernet function exclusive), and VESA Standards WSXGA+ (1,680 x 1,050), 

WXGA+ (1,440 x 900), WXGA (1,280 x 800, 1,280 x 768), UXGA (1,600 x 1,200), SXGA+ (1,400 x 1,050), SXGA (1,280 x 1,024), XGA (1,024 x 
768), SVGA (800 x 600), VGA (640 x 480)  

Compatibilità video  NTSC (3.58/4.43), PAL (B/D/G/H/I/M/N), SECAM (B/D/G/K/K1/L), HDTV (720p, 1080i, 1080p), EDTV (480p, 576p), SDTV (480i, 576i)  
Picture in Picture (PiP)  Yes  
Formato proiezione  4:3 (Native), 16:9  
Scansione orizzontale/verticale  27 ~ 92 kHz / 50 ~ 85 Hz  
Funzioni speciali  Acer eTimer Management, Acer eOpening Management, Acer eView Management, Blackboard Mode, Acer ePower Management, Eco Projection, 

Acer Top-Load Lamp function, High Altitude Mode, Installation Menu, Multi-PC Connectivity, Instant Pack, Auto Shutdown, Quick Start, Quick 
Detection, PIN Security, Digital Zoom and Pan, 3X Color Wheel Rotation Speed, 2D Keystone Correction, PIP,  

Distanza di proiezione  3.9’ (1.2m) ~ 32.0’(9.8m)  
Dimensione schermo di proiezione 
(Diagonale)  31” (0.78m) ~ 300” (7.62m)  
Correzione distorsione trapezoidale  +/-40 Degrees Vertical Keystone Correction  
Audio  2 Internal Speakers each with 3 watts Output  
Durata lampada  2,000 Hours (Standard), 3,000 Hours (ECO)  
Tipologia lampada  280 W User Replaceable P-VIP Lamp  
Consumo  TBD Watts (Operation), TBDWatts (Standby)  
Interfacce I/O  Analog RGB/Component Video (D-sub) x 2, Composite Video (RCA) x 1, S-Video (Mini DIN) x1, Component (3 RCA) x 1, HDMI (Video, Audio, 

HDCP) x 1, DVI (HDCP) x 1, PC Audio (Stereo mini jack) x 2, Analog RGB (D-sub) x 1, PC Audio (Stereo mini jack) x 1, SPDIF Audio (RCA) x 1, 
Network Audio (Stereo mini jack) x 1, USB (Type B) x 1, RS232 (Mini DIN) x 1, Wired remote control port (Mini jack) x 1, 802.11b/g wireless 
technology, Ethernet port (RJ45) x 1, Wireless antenna connector (SMA) x 1  

Accessori  AC power cord, VGA cable, Composite video cable, DVI cable, S-Video cable, Component cable, Remote control, Battery x 2 for remote control, 
Detachable antenna, Wireless PnS Token, Base of Wireless PnS Token, Detachable cable holder, Duster filter x 2, Lens cap, Carrying case, User’s 
guide (CD-ROM), Quick start guide, Security card  

Supporto a muro  Yes  
Garanzia  Proiettore: 2 anni carry-in; lampada: 90 giorni.  
 
Modello  

. Part Number  
. Listino  

. 
. 

P7270i 
Risoluzione 1024x768, contrasto 2300:1, luminosità 4.000 ANSI, peso 5.4 kg, silenziosità 29 dBA, (std 
mode), 27 dBA (ECO mode), +/-40°Vertical keystone +/- 15°Orizontal keystone, 63”@2m, da 1.2m a 
9.6m, eOpening Management, Blackboard mode, Top-load lamp design, HD Wireless, Digital 
connectivity-DVI/HDMI, Dual D-Sub input, Multi PC Connectivity, Sliding lens cover, Low noise level, 
ECO Mode, Loop Through, Alarm, Built in speaker, 3000h lamp life (ECO mode), PIP (picture-in-
picture), Wired Remote Control, Cable Management, Dust Filter, tecnologia ColorBoost II, tecnologia 
Acer Eco Projection, High Altitude Mode 

. 

EY.J7701.001 EUR 1324.00 
. 

. 

 


