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Acer Altos Server G330 Mk2 
. 

 

Caratteristiche Principali  
 

. 

• Supporto processori Xeon serie 3000 
• Supporto Memorie DDR2 800MHz ECC 
• 4 alloggiamenti per dischi SATA o SAS (HotSwap opzionale) 
• 3 anni di Garanzia (1 OnSite + 2CarryIn) 

 

Target Utenti  
• Soluzioni per professionisti e piccoli uffici  
• Piccole e medie imprese  
 

Punti Chiave  
• Soluzione server entry level ad alta competitività  
• Il migliore nel proprio segmento per espandibilità  
• Il migliore nel proprio segmento per garanzia e affidabilità  
• Prestazioni di altissimo livello con supporto della tecnologia Quad-Core 
 

Specifiche Tecniche  
. 
Formato  Tower  
Processore Pentium Dual Core E2220, Dual or Quad Core Intel® Xeon® 3100, 3300 sequences  
. Front-side bus: 800/1066/1333 MHz  
N° di processori (Std/Max)  1 (1/1)  
Memoria (Std/Max)  Four Unbuffered DDR2 800 ECC DIMMs  - Dual-channel memory bus 
. 1GB or 2 GB DIMMs for up to 8 GB of total system memory  
Slot di espansione  1x PCI e x16 slot (x 8 throughput) VGA card not supported , 1x PCI e x 8 slot (x4 throughput), 1x PCI e x4 slot (x1 throughput) + 2 x PCI 
Alloggiamenti  Up to four SATA or SAS HDDs on Acer Carrier  - Optional hot-swap HDD backplane kit 
. Three 5.25” half-height device bays (2 Free)  
Massima capacità di storage  4TB SATA (4  x 1TB SATA HDD)  
. 1.8TB SAS (4 x 450GB SAS drives)  
Interfaccia di storage 4 port  SATA controller (RAID 0,1) – Controller SAS Opzionale 
Interfaccia di Rete Integrated single Gigabit Ethernet  
Alimentazione (Std/Max)  350 W ATX 12 V auto-switching PFC power supply  
Componenti Hot Swap Optional Hot Swap Hard Disk upgrade kit  
Gestione del Sistema Acer Altos Easybuild optional 
. Acer Altos Advanced Server Manager optional  
Floppy / dispositivo Ottico  DVD 16x - Optional Floppy kit  
Sistema di raffreddamento  System fan  
Sistemi Operativi supportati  Microsoft® Windows® Server 2003 / 2008 Enterprise x32 & x64 Edition  
. Microsoft® Windows® Server 2003 /2008 Standard x32 &x64 Edition  
. Microsoft® Windows® Small Business Server 2003, Standard & Premium Ed 
. Red Hat® Enterprise Linux 5.0 (EM64T)  
. Novell® SUSE® Linux Enterprise Server 10 & (EM64T)  
Safety  UL/cUL, Nemko CB/ GS,CE, CCC  
EMI  FCC, CE, BSMI, CCC  
Dimensioni e Peso 424.6 (H) x 185.9 (W) x 479.7 (D) mm  13.4Kg 
Dispositivi di sicurezza Chassis intrusion alert , Lockable Door 
Porte I/O integrate Two PS/2 ports , One serial port , One Ethernet (RJ-45) port, One VGA port 
. Four USB 2.0 ports (two front accessible)  
 
Modello  

. Part Number  
. Listino  

. 
. 

Altos G330 Mk2 
Altos G330Mk2 PDC E5200 2,5GHZ/800FSB/2MB, 1GB DDR II 800, DVD, 2x320GB SATA HDD 
(Internal), HDD fan, NO FDD, Controller SATA 4 canali RAID 0,1, EURO power cable, PS2 Mouse, 
1xLAN Gbit onboard, NO KB, EasyBuild 8.0, no ASM, 3 anni garanzia (1OS+2CI) 

. 
TT.G3BE0.HSB EUR 499.00 

. 

. 

Altos G330 Mk2 
Altos G330Mk2 SAS Xeon DC E3110 3.00GHZ/1333FSB/6MB, 1GB DDR II 800, DVD, SAS controller 4 
port (SO.SA000.A02 support RAID 5 SW, Windows and Linux), SAS/SATA Hot Swap backplane kit 
(SO.G33SA.005), NO HDD, NO FDD, EURO power cable, PS2 Mouse, 1xLAN Gbit onboard, NO KB, 
EasyBuild 8.0, no ASM, 3 anni garanzia (1OS+2CI)  

. 
TT.G3BE0.HS2 EUR 649.00 

. 

. 

Altos G330 Mk2 
Altos G330Mk2 PDC E5200 2,5GHZ/800FSB/2MB, 1GB DDR II 800, DVD, NO HDD, NO FDD, Controller
SATA 4 canali RAID 0,1, EURO power cable, PS2 Mouse, 1xLAN Gbit onboard, NO KB, EasyBuild 8.0, 
no ASM, 3 anni garanzia (1OS+2CI) 

. 
TT.G3BE0.005 EUR 339.00 

. 

. 

Altos G330 Mk2 
Altos G330Mk2 Xeon DC E3110 3.00GHZ/1333FSB/6MB, 1GB DDR II 800, DVD, NO HDD, NO FDD, 
Controller SATA 4 canali RAID 0,1, EURO power cable, PS2 Mouse, 1xLAN Gbit onboard, NO KB, 
EasyBuild 8.0, no ASM, 3 anni garanzia (1OS+2CI)  

. 
TT.G3BE0.011 EUR 469.00 

. 

. 

Altos G330 Mk2 
Altos G330Mk2 Xeon QC  X3330 2.66GHZ/1333FSB/6MB, 1GB DDR II 800, DVD, NO HDD, NO FDD, 
Controller SATA 4 canali RAID 0,1, EURO power cable, PS2 Mouse, 1xLAN Gbit onboard, NO KB, 
EasyBuild 8.0, no ASM, 3 anni garanzia (1OS+2CI)  

. 
TT.G3BE0.023 EUR 579.00 

. 

. 
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. 
Acer Altos G540 

. 

 

Caratteristiche Principali  
• Supporto di Due Processori Xeon Dual o Quad-Core della serie 5000  
• 8 Slot di memoria, espandibilità fino a 32GB di RAM  
• Design Tower con possibile montaggio a rack 5U (opzionale)  
• Fino a 8HDD HS SAS / SATA da 3.5”  
• Possibilità di Alimentazione e ventole ridondate 

 

Target Utenti  
• Soluzioni per professionisti e piccoli uffici  
• Piccole e medie imprese  
• Grandi aziende  
 

Punti Chiave  
• Server per gruppi di lavoro o ambienti di dominio avanzati con tecnologia 

di elaborazione 64 bit Quad Core™  
• Design flessibile e modulare  
• Il migliore nella sua categoria per soluzioni di ridondanza  
• Il migliore nella sua categoria per capacità di storage interna (fino a 8TB) 
 

Specifiche Tecniche  
. 
Formato  Tower, Rack/5U  
Processori  One or two 64-bit Dual-Core Quad Core Intel® Xeon® processor 5000 sequence 
. Intel® EM64T  
. Intel® Virtualization Technology  
. Enhanced Intel SpeedStep® Technology (EIST) support  
N° di processori (Std/Max)  1/2  
Memoria (Std/Max)  Eight Fully Buffered DDR2 533/667 ECC registered DIMMs o Quad-channel memory bus o Memory mirroring o Memory sparing  
. 1GB to 2 GB2 DIMMs for up to 32 GB of total system memory¹  
Slot di espansione  Three PCI Express™ x8 slots  
. Two 64-bit/66 or 100 MHz PCI-X® slots  
. One 32-bit 33 MHz PCI slot  
Interfaccia di storage  Six SATA 3 Gb/s ports onboard  
. Optional U320 SCSI PCI-X® add-on card supports SCSI Tape Backup Devices  
. Optional 8 Port SAS  
Alloggiamenti  8 SATA or SAS disks Hot Swap  
. 8 SATA or SCSI Hot Swap option, in two Cage Bays  
. 3 5.25” bays  
Massima capacità di storage  8.0TB SATA (8 x 1TB SATA drives)  
. 3.6TB SCSI (8 x450GB SAS drives)  
Interfaccia di Rete  Dual Integrated 10/100/1000 Ethernet  
. Intel® I/O Acceleration Technology  
Alimentazione (Std/Max)  610W Redundant Switching Power Supply (1/2)  
Componenti Hot Swap  Optional Hard Disk Drives  
. Redundant Power Supply  
. Optional Hot Swap Redundant Fan  
Gestione del Sistema  Acer Altos Easybuild  
. Acer Altos Advanced Server Manager v7.1  
. Acer Altos Remote Management Card option kit  
Floppy / dispositivo Ottico  Floppy included + 5.25”DVD Reader 
Sistema di raffreddamento  Redundant Hot Swap Fan Option  
Sistemi Operativi supportati  Windows® Server 2003/2008 Enterprise x64 Edition  
. Windows® Server 2003 /2008Standard Edition  
. Windows® Server 2003/2008 Enterprise Edition  
. Windows® Server 2003/2008 Standard x64  
. SUSE Linux Enterprise Server 9  
. Red Hat Enterprise Linux 4.0 (EM64T)  
. SUSE Linux Enterprise Server 9 (EM64T)Edition  
. Red Hat Enterprise Linux 4.0  
. Novell® NetWare® 6.5  
Safety  UL, Nemko GS, CB  
EMI  FCC Class B, BSMI, CCC, CE  
Peso  32 kg  
. Note - weights vary according to configuration  
Dimensioni  445 (H) x 212 (W) x 550 (D) mm  
Dispositivi di sicurezza  Acer Altos Easydiagnostics o Power status LED o HDD access LED o LAN activity LED o System Status LED  
. Chassis intrusion alert  & Lockable side panel 
Porte I/O integrate  Two PS/2 ports , One serial port , Two Gigabit Ethernet (RJ-45) port, One VGA port 
. Six USB 2.0 ports (two front-accessible) 
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Modello  
. Part Number  

. Listino  
. 

. 
Altos G540 
Altos G540 Xeon DC E5205 1.83GHz/1066 MHz/6MB, 1x1GB FBD 667, 1x SAS/SATA Hot Swap HDD 
cage 4 alloggiamenti (2° cage opzionale), Controller SATA 6 canali RAID 0,1, 5 sw (solo in ambiente 
Windows), NO HDD, FDD, DVD, mouse, 2x LAN Gigabit, EURO power cable,3 anni gar OS NBD, no KB,
EasyBuild + ASM 

. 
TT.G54E0.030 EUR 950.00 

. 

. 

Altos G540 
Altos G540 Xeon QC E5405 2.0GHz/1333 MHz/12MB, 2x1GB FBD 667, 1x SAS/SATA Hot Swap HDD 
cage 4 alloggiamenti (2° cage opzionale), Controller SATA 6 canali RAID 0,1, 5 sw (solo in ambiente 
Windows), NO HDD, FDD, DVD, mouse, 2x LAN Gigabit, EURO power cable,3 anni gar OS NBD, no KB, 
EasyBuild + ASM 

. 
TT.G54E0.033 EUR 1050.00 

. 

. 

Altos G540 
Altos G540 Xeon QC E5405 2.0GHz/1333 MHz/12MB, 2x1GB FBD 667, 1x SAS/SATA Hot Swap HDD 
cage 4 alloggiamenti (2° cage opzionale), Controller SATA 6 canali RAID 0,1, 5 sw (solo in ambiente 
Windows), 2 x 500GB SATA II HDD, FDD, DVD, mouse, 2x LAN Gigabit, EURO Power cable, 3 anni gar
OS NBD, no KB, EasyBuild + ASM 

. 
TT.G54E0.HS6 EUR 1390.00 

. 

. 
 

 

Altos G540 
Altos G540 Xeon QC E5405 2.0GHz/1333 MHz/12MB, 2x1GB FBD 667, 1x SAS/SATA Hot Swap HDD 
cage 4 alloggiamenti (2° cage opzionale), Controller SATA 6 canali RAID 0,1, 5 sw (solo in ambiente 
Windows), 2 x 640GB SATA II HDD, FDD, DVD, mouse, 2x LAN Gigabit, EURO Power cable, 3 anni gar
OS NBD, no KB, EasyBuild + ASM 

TT.G54E0.HS6 
 

EUR 1390.00 
 

 

Altos G540 
Altos G540 SAS Xeon QC E5405 2.0GHz/1333 MHz/12MB, 2x1GB FBD 667, 1x SAS/SATA Hot Swap 
HDD cage 4 alloggiamenti (2° cage opzionale), Controller SATA 6 canali RAID 0,1, 5 sw (solo in ambiente
Windows), Controller PCI SAS RAID 5,6,60  256MB cache (SO.SA256.A01), NO HDD, DVD, 2xLAN 
Gigabit, modulo di gestione remota BMC (SO.BMCG5.002), Ventole ridondate (SO.G54FK.001), EURO 
power cable, 3 anni gar OS NBD, no KB, EasyBuild + ASM 

. 

TT.G54E0.HS7 EUR 1490.00 
. 

. 

Altos G540 
Altos G540 Xeon QC E5420 2.50GHz/1333 MHz/12MB, 2x1GB FBD 667, 1x SAS/SATA Hot Swap HDD
cage 4 alloggiamenti (2° cage opzionale), Controller SATA 6 canali RAID 0,1, 5 sw (solo in ambiente 
Windows), NO HDD, FDD, DVD, mouse, 2x LAN Gigabit, EURO power cable,3 anni gar OS NBD, no KB, 
EasyBuild + ASM 

. 
TT.G54E0.035 EUR 1290.00 

. 

. 

Altos G540 
Altos G540 Xeon QC X5450 3.0GHz/1333 MHz/12MB, 2x1GB FBD 667, 1x SAS/SATA Hot Swap HDD 
cage 4 alloggiamenti (2° cage opzionale), Controller SATA 6 canali RAID 0,1, 5 sw (solo in ambiente 
Windows), NO HDD, FDD, DVD, mouse, 2x LAN Gigabit, EURO power cable,3 anni gar OS NBD, no KB,
EasyBuild + ASM 

. 
TT.G54E0.038 EUR 1890.00 

. 

. 
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. 
Acer Altos G5450  

. 

 

Caratteristiche Principali  
• Supporto di Due Processori AMD Opteron della serie 2000  
• 16 Slot di memoria, espandibilità fino a 64GB di RAM  
• Design Tower con possibile montaggio a rack 5U (opzionale)  
• Fino a 8HDD HS SAS / SATA da 3.5” 
• Slot PCI 16x per espansibilità grafica 

 

Target Utenti  
• Soluzioni per professionisti e piccoli uffici  
• Piccole e medie imprese  
• Grandi aziende  
 

Punti Chiave  
• Server per gruppi di lavoro a tecnologia avanzata con capacità di 

elaborazione 64 Bit  
• Alte prestazioni di calcolo grazie a processori Quad-Core con tecnologia 

Hypertransport™  
• Design flessibile e modulabile  
• Il migliore nella sua categoria per soluzioni di ridondanza  
• Il migliore nella dua categoria per capacità di storage interna (fino a 6TB) 
 

Specifiche Tecniche  
. 
Formato  Tower, Rack 5U with optional rack kit  
Processori  One or two AMD Opteron™ 2000 series dual-core processors or AMD Opteron™ 2000 series quad-core processors 
. AMD virtualization technology (AMD-V)  
. Simultaneous 32-bit and 64-bit computing (AMD64 technology)  
. AMD PowerNow!™ Technology  
. AMD HyperTransport™ technology  
. Enhanced Virus Protection (EVP)  
N° di processori (Std/Max)  1 / 2  
Memoria (Std/Max)  16 dimm slot  DDR2 667 registered ECC SDRAM;  Support Memory Sparing Technology 
. 1GB to 4 GB DIMMs, supporting up to 64 GB of system memory  
. Single-processor supports memory capacity of 32GB  
. Dual-processor supports memory capacity of 64GB  
. Dual channel support per processor  
Slot di espansione  1 x PCI-Express x16Slot with x16 throughput ; 1x PCI-Express x16 slot with x8 throughput; 1x PCI-Express x16 slot with x8 throughput 
. Two 32-bit/33 MHz 3,3V PCI Bus Slots  
Interfaccia di storage  Integrated 6-port SATA2 onboard  
. Integrated SATA S/W RAID 0, 1, 5, 10  
. Optional add-on SAS HBA or SAS RAID card  
Alloggiamenti  up to 8 SATA or SAS disks  
. two cages supporting 4 HDD each. Second cage optional  
. 3x 5.25” bay  
Massima capacità di storage  8.0TB SATA (8 x 1TB SATA drives)  
. 3.6TB SCSI (8 x450GB SAS drives)  
Interfaccia di Rete  Integrated dual-port gigabit Ethernet with TCP Offload Enginer  
Alimentazione (Std/Max)  610W Redundant Switching Power Supply (1/2)  
Componenti Hot Swap  Optional Hard Disk Drives  
. Optional Redundant Power Supply  
. Optional Hot Swap Redundant Fan  
Gestione del Sistema  Acer Altos Easybuild  
. Acer Altos Advanced Server Manager v7.1  
. Acer Altos Remote Management Card option kit  
Floppy / dispositivo Ottico  5.25” DVD 16x  - 3,5”Floppy Disk Drive optional (takes 1 5,25”bay)  
Sistema di raffreddamento  Optional second redundant fan  
. Optional Redundant and Hot Swap Fan Kit  
Sistemi Operativi supportati  Microsoft® Windows Server™ 2003/2008 Enterprise Edition  
. Microsoft® Windows Server™ 2003/2008 Standard Edition  
. MicrosoftRed Hat® Enterprise Linux® Advanced Server 4.0  
. Microsoft® Windows Server™ 2003 Small Business Edition  
. SUSE® Linux Enterprise Server 10  
Safety  UL/cUL, CB, BSMI, Memko-GS  
EMI  FCC Class B, BSMI, CE  
Peso  System weight will vary according to configuration. Typical configuration weight is 26KG  
Dimensioni  445 (H) x 212 (W) x 550 (D) mm  
Dispositivi di sicurezza  Acer Altos Easydiagnostics: - Power status LED - HDD access LED - LAN activity LED - System Status LED 
. Chassis intrusion alert  & Lockable side panel 
Porte I/O integrate  Two PS/2 ports , One serial port , Two Gigabit Ethernet (RJ-45) port, One VGA port 
. Four USB 2.0 ports (two front-accessible) 
Grafica  Integrated XGI Z9s with 16 MB of SDRAM; ATI FireGL™ V5600 with Avivo™ Technology (optional) 
 
Modello  

. Part Number  
. Listino  

. 
. 

Altos G5450 TT.G5AE0.002 EUR 890.00 
. 

. 
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G5450 1xAMD Opteron DC 2212 2.0GHz/2x1MB, 1x1GB DDR2, 1x SAS/SATA Hot Swap HDD cage 4 
alloggiamenti (2° cage opzionale), Controller SATA 6 canali RAID 0,1, 5 sw (solo in ambiente Windows),
NO HDD, FDD, DVD, mouse, 2x LAN Gigabit, EURO Power cable, 3 anni gar OS NBD, no KB, 
EasyBuild+ ASM 

. 
Altos G5450 
G5450 1xAMD Opteron DC 2212 2.0GHz/2x1MB, 2x1GB DDR2, 1x SAS/SATA Hot Swap HDD cage 4 
alloggiamenti (2° cage opzionale), Controller SATA 6 canali RAID 0,1, 5 sw (solo in ambiente Windows),
2 x 500GB SATAII HDD, FDD, DVD, mouse, 2x LAN Gigabit, EURO Power cable, 3 anni gar OS NBD, no
KB, EasyBuild+ ASM 

. 
TT.G5AE0.HS1 EUR 1250.00 

. 

. 

Altos G5450 
Altos G5450 1xAMD Opteron B3 QC 2344HE 1.7GHz/2x1MB, 2x1GB DDR2, 1x SAS/SATA Hot Swap 
HDD cage 4 alloggiamenti (2° cage opzionale), Controller SATA 6 canali RAID 0,1, 5 sw (solo in ambiente
Windows), NO HDD, FDD, DVD, mouse, 2x LAN Gigabit, EURO Power cable, 3 anni gar OS NBD, no KB,
EasyBuild+ ASM 

TT.G5AE0.029 EUR 990.00 

 

Altos G5450 
Altos G5450 1xAMD Opteron B3 QC 2350 2.0GHz/2x1MB, 2x1GB DDR2, 1x SAS/SATA Hot Swap HDD
cage 4 alloggiamenti (2° cage opzionale), Controller SATA 6 canali RAID 0,1, 5 sw (solo in ambiente 
Windows), NO HDD, FDD, DVD, mouse, 2x LAN Gigabit, EURO Power cable, 3 anni gar OS NBD, no KB,
EasyBuild+ ASM 

TT.G5AE0.032 EUR 1090.00 

 

Altos G5450 
Altos G5450 1xAMD Opteron B3 QC 2376 2.3GHz/2x1MB, 2x1GB DDR2, 1x SAS/SATA Hot Swap HDD
cage 4 alloggiamenti (2° cage opzionale), Controller SATA 6 canali RAID 0,1, 5 sw (solo in ambiente 
Windows), NO HDD, FDD, DVD, mouse, 2x LAN Gigabit, EURO Power cable, 3 anni gar OS NBD, no KB,
EasyBuild+ ASM 

TT.G5AE0.032 EUR 1190.00 

 

Altos G5450 
G5450 1xAMD Opteron B3 QC 2376 2.3GHz/2x1MB, 2x1GB DDR2, 1x SAS/SATA Hot Swap HDD cage
4 alloggiamenti (2° cage opzionale), Controller SATA 6 canali RAID 0,1, 5 sw (solo in ambiente Windows),
2 x 640GB SATAII HDD, FDD, DVD, mouse, 2x LAN Gigabit, EURO Power cable, 3 anni gar OS NBD, no
KB, EasyBuild+ ASM 

TT.G5AE0.HS2 EUR 1490.00 
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. 
Acer Altos R520 

. 

 

Caratteristiche Principali  
• Supporto di Due Processori Xeon Dual o Quad-Core della serie 5000  
• 8 Slot di memoria, espandibilità fino a 32GB di RAM  
• Design rack 1U con alimentazione ridondata  
• Fino a 8HDD HS SAS / SATA da 2.5”  

 

Target Utenti  
• Piccole e medie imprese  
• Grandi aziende  
 

Punti Chiave  
• Server Rack 1U per applicazioni ad alta densità  
• Il migliore nella sua categoria per soluzioni di scalabilità  
• Tecnologia avanzata con processori Intel Xeon 64 bit Quad Core™  
• Design flessibile e modulare  
 

Specifiche Tecniche  
. 
Formato  1U rack mount  
Processori  One or two 64-bit Dual-Core  - Quad Core Intel® Xeon® processor 5000 sequence 
. Front-side bus: 1066/1333 MHz - Intel® Virtualization Technology -  Intel® EM64T  
N° di processori (Std/Max)  1/2  
Cache (Max)  4MB L2 (8MB L2)  
Memoria (Std/Max)  Eight Fully Buffered DDR2 667 ECC registered DIMMs supporting:  
. Quad-channel memory bus  
. 1GB to 4 GB DIMMs for up to 32 GB of total system memory***  
. Memory mirroring  
. Memory sparing  
Slot di espansione  2 PCI Slots available  
. 1 low profile PCI Express X8  
. 1 high profile PCI Express X8 changeable to PCI-X slot  
Interfaccia di storage  6 Channel integrated SATA controller  
Alloggiamenti  Up to eight SAS/SATA HDDs  
Massima capacità di storage  Up to eight SAS HDDs for a total of 1.168 TB of storage  
. Up to eight SATA HDDs for a total of 2.00 TB of storage  
Interfaccia di Rete  Integrated dual-port Gigabit Ethernet  
Componenti Hot Swap  Hotswap Hard Drives, Hotswap redundant Power Supplies and Easyswap fans  
Livelli RAID  Supports hot-plug SATA with 6 Channel SATA controller installed  
. Integrated SATA S/W RAID with RAID level 0, 1, 10 supported  
. Optional SATA S/W RAID 5  
. Supports hot-plug SAS/SATA with optional SAS upgrade kit installed  
. Integrated SAS S/W RAID with RAID level 0, 1, 10 supported  
. Optional SAS H/W RAID with RAID level 0, 1, 5, 6, 10, 50 supported  
Gestione del Sistema  Acer Altos Advanced Server Manager v7.1  
. Acer Altos Easybuild v7.1  
Floppy / dispositivo Ottico  Slim-type DVD combo or DVD writer drive (optional)  
. Optional USB floppy  
Raffreddamento  Up to five easy-swap system fans  
Sistemi Operativi supportati  Windows Server® 2003/2008 Enterprise Edition  
. Windows Server® 2003/2008 Standard Edition  
. Red Hat Enterprise Linux 4.0  
. SUSE Linux Enterprise Server 9  
. Novell® NetWare® 6.5  
Safety  UL/cUL, Nemko GS, CB, CCC  
EMI (Class A)  FCC, CE, BSMI, CCC  
Peso  16.8 kg (max)  
Dimensioni  43.2 (H) x 430 (W) x 654.4 (D) mm  
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. Listino  
. 

. 
Altos R520 
Altos R520, Rack 1U, Xeon DC E5205 1.83GHz/1066 MHz/6MB, 1x1GB FBD 667, Controller SATA 6 
canali RAID 0,1, 10, Backplane Hot Swap 8 alloggiamenti 2.5", NO HDD, NO DVD, EURO power cable, 
2x LAN Gigabit, NO rack rail kit, no KB, no mouse, 3 anni gar OS NBD, EasyBuild + ASM 

. 
TT.R52E0.030 EUR 1190.00 

. 

. 

Altos R520 
Altos R520, Rack 1U, Xeon QC E5405 2.0GHz/1333 MHz/12MB, 2x1GB FBD 667, Controller SATA 6 
canali RAID 0,1, 10, Backplane Hot Swap 8 alloggiamenti 2.5", NO HDD, NO DVD, EURO power cable, 
2x LAN Gigabit, NO rack rail kit, no KB, no mouse, 3 anni gar OS NBD, EasyBuild + ASM 

. 
TT.R52E0.033 EUR 1275.00 

. 

. 

Altos R520 
Altos R520, Rack 1U, Xeon QC E5405 2.0GHz/1333 MHz/12MB, 2x1GB FBD 667, Controller SATA 6 
canali RAID 0,1, 10, Backplane Hot Swap 8 alloggiamenti 2.5", RAID6 SAS Midplane Attiva con 512MB 
Cache (SO.R52SA.002+SO.SAR52.A03), DVD Writer Supermulti (slim), 2x146GB 10k HDD (2,5" hot 
swap), EURO power cable, 2x LAN Gigabit, NO rack rail kit, no KB, no mouse, 3 anni gar OS NBD, 
EasyBuild + ASM 

. 

TT.R52E0.HS5 EUR 2190.00 
. 

. 

Altos R520 
Altos R520, Rack 1U, Xeon QC E5420 2.50GHz/1333 MHz/12MB, 2x1GB FBD 667, Controller SATA 6 
canali RAID 0,1, 10, Backplane Hot Swap 8 alloggiamenti 2.5", NO HDD, NO DVD, EURO power cable, 
2x LAN Gigabit, NO rack rail kit, no KB, no mouse, 3 anni gar OS NBD, EasyBuild + ASM 

. 
TT.R52E0.035 EUR 1450.00 

. 

. 

Altos R520 
Altos R520, Rack 1U, Xeon QC X5450 3.0GHz/1333 MHz/12MB, 2x1GB FBD 667, Controller SATA 6 
canali RAID 0,1, 10, Backplane Hot Swap 8 alloggiamenti 2.5", NO HDD, NO DVD, EURO power cable, 
2x LAN Gigabit, NO rack rail kit, no KB, no mouse, 3 anni gar OS NBD, EasyBuild + ASM 

. 
TT.R52E0.038 EUR 2090.00 

. 

. 
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Acer Altos R5250 
. 

 

Caratteristiche Principali  
• Supporto di Due Processori AMD Opteron della serie 2000  
• 16 Slot di memoria, espandibilità fino a 64GB di RAM  
• Design rack 1U   
• Fino a 3 HDD  HS SAS / SATA da 3.5”  
 

 
Target Utenti  
• Soluzioni per professionisti e piccoli uffici  
• Piccole e medie imprese  
• Grandi aziende  
 

Punti Chiave  
• Server rack 1U per installazioni ad alta densità  
• Ideale per applicazioni cluster o soluzioni Web Farm  
• Il migliore nella sua categoria per prestazioni grazie all’architettura 

bi-processore Opteron  
 

Specifiche Tecniche  
. 
Formato  1U rack mount  
Processori  One or two AMD Opteron™ 2000 series dual-core processors or AMD Opteron™ 2000 series quad-core processors  
. AMD virtualization technology (AMD-V) , Simultaneous 32-bit and 64-bit computing (AMD64 technology), AMD HyperTransport™ technology 
N° di processori (Std/Max)  1/2  
Cache (Max)  4MB L2 (8MB L2)  
Memoria (Std/Max)  Sixteen DDR2 667 registered ECC SDRAM DIMM slots ;  Support Memory Sparing Technology 
. 1GB to 4 GB DIMMs, supporting up to 64 GB of system memory (when 4GB modules avaliable)  
. Single-processor supports memory capacity of 32GB (when 4GB modules avaliable)  
. Dual-processor supports memory capacity of 64GB (when 4GB modules avaliable)  
. Dual channel support per processor  
Slot di espansione  2 PCI Slots available  
. 1 low profile PCI Express X8  
. 1 high profile PCI Express X16 changeable to PCI-X slot  
Interfaccia di storage  6 Channel integrated SATA controller  
Alloggiamenti  Up to three SAS/SATA HDDs  
Massima capacità di storage  Up to three SAS HDDs for a total of 1.350 TB of storage  
. Up to three SATA HDDs for a total of3.000 TB of storage  
Interfaccia di Rete  Integrated dual-port Gigabit Ethernet  
Componenti Hot Swap  Hotswap Hard Drives, Hotswap redundant Power Supplies and Easyswap fans  
Livelli RAID  Supports hot-plug SATA with 6 Channel SATA controller installed  
. Integrated SATA S/W RAID with RAID level 0, 1, 10, 5 SW (in ambinete windows) supported  
. Supports hot-plug SAS/SATA with optional SAS upgrade kit installed  
. Integrated SAS S/W RAID with RAID level 0, 1, 10 supported  
. Optional SAS H/W RAID with RAID level 0, 1, 5, 6, 10, 50 supported  
Gestione del Sistema  Acer Altos Advanced Server Manager v7.1  
. Acer Altos Easybuild v7.1  
Floppy / dispositivo Ottico  Slim-type DVD combo or DVD writer drive (optional)  
. Optional floppy  
Raffreddamento  fixed system fans  
Sistemi Operativi supportati  Windows Server® 2003 / 2008 Enterprise Edition 32 & 64Bit 
. Windows Server® 2003 / 2008 Standard Edition  32 & 64Bit 
. Red Hat Enterprise Linux 4.0  
. SUSE Linux Enterprise Server 9  
. Novell® NetWare® 6.5  
Safety  UL/cUL, Nemko GS, CB, CCC  
EMI (Class A)  FCC, CE, BSMI, CCC  
Peso  16.8 kg (max)  
Dimensioni  43.2 (H) x 430 (W) x 654.4 (D) mm  
 
Modello  

. Part Number  
. Listino  

. 
. 

Altos R5250 
Altos R5250, Rack 1U, Opteron 2212 2.0GHz/2x1MB, 1x1GB DDR2, Controller SATA 6 canali RAID 0,1, 5
sw (solo in ambiente Windows), Backplane Hot Swap 3 alloggiamenti, NO HDD, NO DVD, EURO power 
cable, 2x LAN Gigabit, NO rack rail kit, no KB, no mouse, 3 anni gar OS NBD, EasyBuild + ASM 

. 
TT.R5AE0.002 EUR 890.00 

. 

. 

Altos R5250 
Altos R5250, Rack 1U, Opteron B3 QC 2344HE 1.7GHz/2x1MB, 2x1GB DDR2, Controller SATA 6 canali 
RAID 0,1, 5 sw (solo in ambiente Windows), Backplane Hot Swap 3 alloggiamenti, NO HDD, NO DVD, 
EURO power cable, 2x LAN Gigabit, NO rack rail kit, no KB & mouse, 3 anni gar OS NBD, EasyBuild + ASM

TT.R5AE0.029 EUR 990.00 
. 

Altos R5250 
Altos R5250, Rack 1U, Opteron B3 QC 2350 2.0GHz/2x1MB, 2x1GB DDR2, Controller SATA 6 canali RAID 
0,1, 5 sw (solo in ambiente Windows), Backplane Hot Swap 3 alloggiamenti, NO HDD, NO DVD, EURO 
power cable, 2x LAN Gigabit, NO rack rail kit, no KB, no mouse, 3 anni gar OS NBD, EasyBuild + ASM 

TT.R5AE0.032 EUR 1090.00 
. 

Altos R5250 
Altos R5250, Rack 1U, Opteron B3 QC 2376 2.0GHz/2x1MB, 2x1GB DDR2, Controller SATA 6 canali RAID 
0,1, 5 sw (solo in ambiente Windows), Backplane Hot Swap 3 alloggiamenti, NO HDD, NO DVD, EURO 
power cable, 2x LAN Gigabit, NO rack rail kit, no KB, no mouse, 3 anni gar OS NBD, EasyBuild + ASM 

TT.R5AE0.053 EUR 1190.00 
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. 
Acer Altos R720 

. 

 

Caratteristiche Principali  
• Supporto di Due Processori Xeon Quad-Core della serie 5000  
• 8 Slot di memoria, espandibilità fino a 32GB di RAM  
• Controller SAS integrato da 256MB di cache con supporto livelli RAID 0, 1, 

5, 10, 50, 6, 60 
• Fino a 6HDD SAS / SATA da 3.5”  
 

Target Utenti  
• Piccole e medie imprese  
• Grandi aziende  
 

Punti Chiave  
• Server Rack 2U per applicazioni ad alta densità  
• Tecnologia avanzata con processori Intel Xeon 64 bit Quad Core™, e 

tecnologia SAS  
• Il migliore nella sua categoria per soluzioni di scalabilità e ridondanza  
• Design flessibile e modulare 
 

Specifiche Tecniche  
. 
Formato  Rack optimized 2U  
Processori  One or two 64-bit Dual-Core  - Quad Core Intel® Xeon® processor 5000 sequence 
. Intel® EM64T  
. Intel® Virtualization Technology  
. Enhanced Intel SpeedStep® Technology (EIST) support  
N° di processori (Std/Max)  1/2  
Cache (Std/Max)  Up to 3.73 GHz with 2x2 MB L2 cache  
. Up to 3 GHz with 4 MB L2 cache  
Memoria (Std/Max)  Eight Fully Buffered DDR2 667 ECC registered DIMMs - Quad-channel memory bus - Memory mirroring - Memory sparing  
. up to 32 GB of total system memory  
Slot di espansione  Two PCI riser cards supported  
. Low-profile riser card: Two PCI Express® X8 slots  
. Full-height riser card: - Two PCI Express® X8 slots (X4/X8 throughput) and one 64-bit/133 MHz PCI-X slot (default) - Three 64-bit/66, 100 or 133 MHz 

PCI-X slots (optional) - Three 64-bit/133 MHz PCI-X slots (optional)  
Interfaccia di storage  Integrated SAS RAID controller with RAID level 0, 1, 5, 10, 50, 6 and 60 supported  
Alloggiamenti  Up to six SAS/SATA HDDs (6th HDD tray upgrade kit optional)  
. Slim-type 3.5”FDD (optional)  
. Slim-type DVD Combo or DVD Writer drive (optional)  
. SCSI or SATA tape drive (optional)  
Massima capacità di storage  6.0TB SATA (6x 1TB SATA drives)  
. 2,7TB SCSI (6x 450GB SCSI drives)  
Interfaccia di Rete  Integrated dual-port gigabit Ethernet  
. Intel® I/O Acceleration Technology  
Alimentazione  750 W 1+1 hot-swap, redundant power supply 110/220 V (1/2)  
Componenti Hot Swap  Optional Hard Disk Drives  
. Redundant Power Supply  
. Hotswap Redundant Fans (3+3 Redundancy)  
Supporto RAID  Integrated SAS RAID controller with RAID level 0, 1, 5, 10, 50, 6 and 60 supported 
Gestione del Sistema  Acer Altos Easybuild  
. Acer Altos Advanced Server Manager v7.1  
. Acer Altos Remote Management Card option kit  
Floppy / dispositivo Ottico  Optional DVD/CDRW Combo or DVD Writer  
. Optional floppy  
Sistema di raffreddamento  Up to six fans (three default), with hot-swap,3 + 3 redundancy 
Sistemi operativi supportati  Windows® Server 2003 / 2008 Enterprise x64 Edition  
. Windows® Server 2003 / 2008 Enterprise Edition  
. Windows® Server 2003 / 2008 Standard x64 Edition  
. Windows® Server 2003 / 2008 Standard Edition  
. Red Hat Enterprise Linux 4.0 (EM64T)  
. Red Hat Enterprise Linux 4.0  
. SUSE Linux Enterprise Server 9 (EM64T)  
. SUSE Linux Enterprise Server 9  
. Novell® NetWare® 6.5  
Safety  UL/cUL, Nemko GS, CB, CCC  
EMI  FCC, CE, BSMI, CCC  
Peso  System weight will vary according to configuration  
. 27.2 kg (max)  
Dimensioni  87.3 (H) x 430 (W) x 710 (D) mm  
Dispositivi di sicurezza  Chassis intrusion alert  
. Altos EasyDiagnostics - External warning LED - Power diagnostic LED  
. Lockable door  
Porte I/O integrate  Two PS/2 ports  
. Two serial ports (DB9 and RJ-45)  
. Three USB ports (one front-accessible)  
. Two Ethernet (RJ-45) ports  
. Two VGA ports (one front-accessible)  
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. Listino  
. 

. 
Altos R720 
Altos R720, Rack 2U, Xeon DC E5205 1.83GHz/1066 MHz/6MB, 2x1GB FBD 667, Controller ROMB SAS
/ SATA con 512MB Cache e supporto RAID 0,1,10,5,50,6,60, Backplane Hot swap 5 alloggiamenti 
(alloggiamento opzionale per 6°HDD o unità nastro), NO DVD, NO HDD, EURO power cable, 2x LAN 
Gigabit, No rack rail kit, no KB, no mouse, 3 anni di garanzia NBD, EasyBuild+ASM 

. 
TT.R72D0.050 EUR 1750.00 

. 

. 

Altos R720 
Altos R720, Rack 2U, Xeon QC E5405 2.0GHz/1333 MHz/12MB, 2x1GB FBD 667, Controller ROMB SAS
/ SATA con 512MB Cache e supporto RAID 0,1,10,5,50,6,60, Backplane Hot swap 5 alloggiamenti 
(alloggiamento opzionale per 6°HDD o unità nastro), NO DVD, NO HDD, EURO power cable,  2x LAN 
Gigabit, NO rack rail kit, no KB, no mouse, 3 anni di garanzia NBD, EasyBuild+ASM 

. 
TT.R72D0.053 EUR 1850.00 

. 

. 

Altos R720 
Altos R720, Rack 2U, Xeon QC E5405 2.0GHz/1333 MHz/12MB, 2x1GB FBD 667, Controller ROMB SAS 
/ SATA con 512MB Cache e supporto RAID 0,1,10,5,50,6,60, Backplane Hot swap 5 alloggiamenti 
(alloggiamento opzionale per 6°HDD o unità nastro), slim DVD Writer supermulti, 2 x 146GB SAS 15Krpm
HDD, EURO power cable,  2x LAN Gigabit, NO rack rail kit, no KB, no mouse, 3 anni di garanzia NBD, 
EasyBuild+ASM 

. 

TT.R72D0.HS4 EUR 2300.00 
. 

. 

Altos R720 
Altos R720, Rack 2U, Xeon QC E5420 2.50GHz/1333 MHz/12MB, 2x1GB FBD 667, Controller ROMB 
SAS / SATA con 512MB Cache e supporto RAID 0,1,10,5,50,6,60, Backplane Hot swap 5 alloggiamenti 
(alloggiamento opzionale per 6°HDD o unità nastro), NO DVD, NO HDD, EURO power cable,  2x LAN 
Gigabit, NO rack rail kit, no KB, no mouse, 3 anni di garanzia NBD, EasyBuild+ASM 

. 
TT.R72D0.055 EUR 1990.00 

. 

. 

Altos R720 
Altos R720, Rack 2U, Xeon QC X5450 3.0GHz/1333 MHz/12MB, 2x1GB FBD 667, Controller ROMB SAS
/ SATA con 512MB Cache e supporto RAID 0,1,10,5,50,6,60, Backplane Hot swap 5 alloggiamenti 
(alloggiamento opzionale per 6°HDD o unità nastro), NO DVD, NO HDD, EURO power cable,  2x LAN 
Gigabit, NO rack rail kit, no KB, no mouse, 3 anni di garanzia NBD, EasyBuild+ASM 

. 
TT.R72D0.058 EUR 2700.00 

. 

. 
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. 
Acer Altos R920 

. 

 

Caratteristiche Principali  
• Processori Xeon MP Quad-Core della serie 7300  
• Memoria di sistema espandibile fino a 256GB di RAM  
• Controller SAS integrato da 512MB di cache e BBU con supporto livelli 

RAID 0, 1, 5, 10, 50, 6 e 60  
• Fino a 8HDD SAS da 2.5”  

 

Target Utenti  
• Piccole e medie imprese  
• Grandi aziende  
 

 Punti Chiave  
• Alte capacità di elaborazione grazie a tecnologia Quadriprocessore 

Quad-Core  
• Alta affidabilità per applicazioni Mission Critical  
• Soluzione completa di gestione del sistema ed installazione semplificata 
 
 

Specifiche Tecniche  
. 
Formato  Rack optimized server, 4U  
Processori  Up to four quad core or esa core Xeon MP processor 7400 series 
. Front side bus 1066 Mhz  
. Supports Intel® Extended Memory 64 technology  
N° di processori (Std/Max)  Two Dual or Quad Core CPU installed, up to 4 CPU max  
Cache (Std/Max)  According to CPU model: 4MB, 6MB, 8MB  
Chipset  Intel® 7300 Chipset  
Memoria (Std/Max)  Up to 256GB of ECC DDR2 667 MHz Fully Buffered DIMMs  
. Up to 64 DIMM slots  
. Standard configuration includes one memory board for up to 8 DIMM. Support for up to 4 memory board (32 DIMM) in maximum configuration.  
. Memory Sparing technology  
. Memory Mirroring technology  
Slot di espansione  Seven PCI Express Slots  
. Two hot-swappable PCI Express® x8 (x8 throughput)  
. Two PCI Express® x8 (x8 throughput)  
. Three PCI Express® x8 (x4 throughput)  
Interfaccia di Storage  Two integrated SATA 3 Gb/s ports  
. Eight integrated SAS ports  
Alloggiamenti  eight hot-swappable 2,5”SAS HDDs  + one free 5.25”bay for optional USB/SAS tape drive 
. Slim-type DVD-ROM, Slim DVD-Super Multi or DVD/CD-RW combo  
Massima capacità di Storage  1.176TB SAS (8x 147GB SAS drives)  
Interfaccia di Rete  Integrated four-port Gigabit Ethernet  
Alimentazione  1570 W 1+1 hot-swappable, redundant power supply, 110/220 V  
Componenti Hot Swap  Hard Disk Drives  
. Redundant Power Supply  
. Hotswap redundant fans  
. Hot pluggable PCI slots  
Gestione del Sistema Acer Altos Easydiagnostics  
. Acer Altos Remote Management Card option kit  
. Acer Altos Advanced Server Manager  
. Acer Altos Easybuild  
Floppy / dispositivo Ottico DVD slimline standard  
. optional External USB 3,5”FDD  
Sistema di raffreddamento  hot-swap redundant fan modules  
Sistemi operativi supportati  Microsoft® Windows Server® 2003 / 2008 Standard and Enterprise Edition  
. Microsoft® Windows Server® 2003 / 2008 Standard and Enterprise Edition (EM64T)  
. Red Hat® Enterprise Server 5.0  
. Red Hat® Enterprise Linux® 5.0 (EM64T)  
. SuSE® Linux Enterprise Server 10  
Safety  Nemko GS, UL/cUL, BSMI, CB  
EMI  FCC Class A, CE, BSMI  
Peso 41 kg - System weight will vary according to configuration. The weight indicated is for a typical configuration  
Dimensionsi 173 x 445 x 699 mm (6.8 x 17.5 x 27.5 inches)  
Porte I/O integrate 5x USB connector (2 rear, 3 front)  
. 2x Video port (1 front, 1 rear)  
. 1x 9 pin serial port  
. 4x network ports RJ-45  
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. 

. 
Altos R920 
Altos R920, Rack 4U, 2x Xeon QC E7420 2.13GHz/1066/8MB, 2x2GB FBD, 1x 8 slot Memory board, 
Controller ROMB SAS / SATA con 512MB Cache e supporto RAID 0,1,10,5,50,6,60, BBU, Backplane Hot
swap 8 alloggiamenti 2.5", slim DVD, NO HDD, alimentatori ridondati HS, 4 ventole ridondate HS, 4 x LAN
Gigabit, EURO power cable, NO rack rail kit, no KB, no mouse, 3 anni di garanzia NBD EasyBuild+ASM

. 
TT.R92E0.010 EUR 7500.00 

. 

. 

Altos R920 
Altos R920, Rack 4U, 2x Xeon QC E7440 2.40GHz/1066/16MB, 2x2GB FBD, 1x 8 slot Memory board, 
Controller ROMB SAS / SATA con 512MB Cache e supporto RAID 0,1,10,5,50,6,60, BBU, Backplane Hot
swap 8 alloggiamenti 2.5", slim DVD, NO HDD, alimentatori ridondati HS, 4 ventole ridondate HS, 4 x LAN
Gigabit, EURO power cable, NO rack rail kit, no KB, no mouse, 3 anni di garanzia NBD EasyBuild+ASM

. 
TT.R92E0.012 EUR 9900.00 

. 

. 

Altos R920 
Altos R920, Rack 4U, 2x Xeon SC X7460 2.66GHz/1066/16MB, 2x2GB FBD, 1x 8 slot Memory board, 
Controller ROMB SAS / SATA con 512MB Cache e supporto RAID 0,1,10,5,50,6,60, BBU, Backplane Hot
swap 8 alloggiamenti 2.5", slim DVD, NO HDD, alimentatori ridondati HS, 4 ventole ridondate HS, 4 x LAN
Gigabit, EURO power cable, NO rack rail kit, no KB, no mouse, 3 anni di garanzia NBD EasyBuild+ASM

. 
TT.R92E0.014 EUR 12500.00

. 

. 

. 
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Acer-Hitachi Storage SMS100 
. 

 
 

Caratteristiche Principali  
• Fino a quattro Interfaccie i-SCSI da 1GBps o Fiber Channle da 4GBps 
• Cache memory  fino a 2GB 
• Controller con supporto RAID 6  
• Configurazioni da 6 o 12 HDD tra tecnologia SAS o SATA 
• Software di gestione Hitachi Storage Navigator con interfaccia GUI 

semplificata  
 

Target Utenti  
• Piccole e medie imprese  
• Grandi aziende  
 

Punti Chiave  
• Interfaccia i-SCSI o Fiber Channel 
• Scelta tra configurazioni SAS o SATA  
• RAID-6 (parità doppia) per maggiore disponibilità e una ricostruzione 

affidabile dei gruppi RAID  
• Copy-on-write (opzionale) e snapshot software sui modelli a doppio 

controller 
 

Specifiche Tecniche  
. 
Capacità RAW  9TB (SATA) or 3.6TB (SAS)  
interfaccia dischi  SATA  o SAS 
Numero di dischi alloggiabili 
(Min/Max)  6-12 SATA o SAS  
Numero di controller  1 or 2  
connessioni Host  Fiber Channel 4Gbit/sec  o iSCSI 1GBit/sec 
Numero massimo di hosts (virtual 
ports)  1024 
Active loops per numero di dischi  4/15  
LUNs  512  
Supporto RAID  RAID-6 standard 
Nondisruptive component 
replacement  MAJOR FRU  
. Nondisruptive hot-pluggable disks  (two service bays) 
. Nondisruptive microcode updates  
Cache massima  1GB-2GB  
Cache binding  Hitachi Cache Residency Manager  
software di gestione  Hitachi Storage Navigator Modular 2 Software 
Copie Point-in-time  Hitachi ShadowImage In-System Replication (optional), Hitachi Copy-on-Write Snapshot (standard on dual controller SKUs) 
Sicurezza LUN  Hitachi Volume Security  
Storage system basd “write once, 
read many”(WORM) data protection 

Hitachi Data Retention Utility  
Gestione dinamica delle LUN  Logical Volume Concatention  
Host failover  Hitachi Dynamic Link Manager path manager  
Sistemi Operativi supportati  Microsoft Windows NT, Windows 2000, Windows Server 2003  
. LINUX  
. IBM AIX  
. HP-UX  
. Sun Solaris  
. HP Tru64 UNIX  
. SGI IRIX  
. Novell NetWare  
. HP OpenVMS  
. VMWare  
. Apple MAC OS  
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Modello  

. Part Number  
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. 
. 

Acer-HDS SMS100 SATA iSCSI 
Acer-HDS SMS100 3.0TB (capacità storage disponibile 2TB con 6x 500GB 7.2K in RAID-6), iSCSI 
1Gbps RAID 6 single Controller, 1GB Cache, 3 anni garanzia On-Site NBD 

. 
ST.R3200.013 EUR 4900.00 

. 
. 

Acer-HDS SMS100 SATA iSCSI 
Acer-HDS SMS100 3.0TB (capacità storage disponibile 2TB con 6x 500GB 7.2K in RAID-6), iSCSI 
1Gbps RAID 6 Dual Controllers, 2x1GB Cache, Copy-on-Write Snapshot sw incluso, Hitachi Storage 
Navigarotr Modular 2 Software. 3 anni garanzia On-Site NBD 

. 
ST.R3200.014 EUR 7700.00 

. 

. 

Acer-HDS SMS100 SATA iSCSI 
Acer-HDS SMS100 6.0TB (capacità storage disponibile 4.5 TB con 12x 500GB 7.2K in 
RAID-6+HotSpare), iSCSI 1Gbps RAID 6 Dual Controllers, 2x1GB Cache, Copy-on-Write Snapshot sw 
incluso, Hitachi Storage Navigarotr Modular 2 Software.3 anni garanzia On-Site NBD 

. 
ST.R3200.018 EUR 9500.00 

. 

. 

Acer-HDS SMS100 SATA iSCSI 
Acer-HDS SMS100 12.0TB (capacità storage disponibile 12TB con 12x 1TB 7.2K in RAID-6+HotSpare), 
iSCSI 1Gbps RAID 6 Dual Controllers, 2x1GB Cache, Copy-on-Write Snapshot sw incluso, Hitachi 
Storage Navigarotr Modular 2 Software.3 anni garanzia On-Site NBD 

. 
ST.R3200.032 EUR 13000.00

. 

. 

Acer-HDS SMS100 SAS iSCSI 
Acer-HDS SMS100 3.6TB (capacità storage disponibile 2,7TB con 12x 300GB 15K in RAID-6+HotSpare), 
iSCSI 1Gbps RAID 6 Dual Controllers, 2x1GB Cache, Copy-on-Write Snapshot sw incluso, Hitachi 
Storage Navigarotr Modular 2 Software.3 anni garanzia On-Site NBD 

. 
ST.R3200.012 EUR 15000.00

. 

. 

Acer-HDS SMS100 SAS iSCSI 
Acer-HDS SMS100 2.4TB SAS (capacità storage disponibile 1,6TB con 6x 400GB 10K in RAID-6), iSCSI 
1Gbps RAID 6 Dual Controllers, 2x1GB Cache, Copy-on-Write Snapshot sw incluso, Hitachi Storage 
Navigarotr Modular 2 Software.3 anni garanzia On-Site NBD 

ST.R3200.026 EUR 10500.00

 

Acer-HDS SMS100 SAS iSCSI 
Acer-HDS SMS100 4.8TB (capacità storage disponibile 3,6TB con 12x 400GB 10K in RAID-6+HotSpare), 
iSCSI 1Gbps RAID 6 Dual Controllers, 2x1GB Cache, Copy-on-Write Snapshot sw incluso, Hitachi 
Storage Navigarotr Modular 2 Software.3 anni garanzia On-Site NBD 

. 
ST.R3200.020 EUR 15000.00

. 

. 

 
Modello  

. Part Number  
. Listino  

. 
. 

Acer-HDS SMS100 SATA FC 
Acer-HDS SMS100 FC 3.0TB SATA (capacità storage disponibile 2TB con 6x 500GB 7.2K in RAID-6), 
Doppio Controller FC, 2x1GB Cache, 4x 4Gb porte FC, RAID 6, Copy-on-Write Snapshot sw incluso, 
Hitachi Storage Navigarotr Modular 2 Software.3 anni garanzia On-Site NBD 

. 
ST.R3200.037 EUR 7900.00 

. 

. 

Acer-HDS SMS100 SATA FC 
Acer-HDS SMS100 FC 12.0TB SATA (capacità storage disponibile 9TB con 12x 1TB 7.2K in 
RAID-6+HotSpare), Doppio Controller FC, 2x1GB Cache, 4x 4Gb porte FC, Copy-on-Write Snapshot sw 
incluso, Hitachi Storage Navigarotr Modular 2 Software.3 anni garanzia On-Site NBD 

. 
ST.R3200.045 EUR 13300.00 

. 

. 

Acer-HDS SMS100 SAS FC 
Acer-HDS SMS100 FC 3.6TB SAS (capacità storage disponibile 2,7TB con 12x 300GB 15K in 
RAID-6+HotSpare), Doppio Controller FC, 2x1GB Cache, 4x 4Gb porte FC, Copy-on-Write Snapshot sw 
incluso, Hitachi Storage Navigarotr Modular 2 Software.3 anni garanzia On-Site NBD 

. 
ST.R3200.051 EUR 15000.00

. 

. 

Acer-HDS SMS100 SAS FC 
Acer-HDS SMS100 FC 2.4TB SAS (capacità storage disponibile 1,6TB con 6x 400GB 10K in RAID-6), 
Doppio Controller FC, 2x1GB Cache, 4x 4Gb porte FC, Copy-on-Write Snapshot sw incluso, Hitachi 
Storage Navigarotr Modular 2 Software.3 anni garanzia On-Site NBD 

ST.R3200.052 EUR 10500.00

 

Acer-HDS SMS100 SAS FC 
Acer-HDS SMS100 FC 4.2TB SAS (capacità storage disponibile 3,6TB con 12x 400GB 10K in 
RAID-6+HotSpare), Doppio Controller FC, 2x1GB Cache, 4x 4Gb porte FC, Copy-on-Write Snapshot sw 
incluso, Hitachi Storage Navigarotr Modular 2 Software.3 anni garanzia On-Site NBD 

. 
ST.R3200.054 EUR 15000.00

. 

. 
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Acer-Hitachi Storage WMS100 
. 

 

Caratteristiche Principali  
• Interfaccia in FC to SATA da 4GBps 
• Cache memory fino a 1GB per canale  
• Controller FC con supporto livelli RAID 1, 5, 10, 50, 6  
• Fino a 105 HDD SATA ad alta affidabilità 
• Soluzione SW opzionali come: Hitachi Shadow Image In-System 

Replication, Hitachi Copy-on-Write Snapshot  
 

Target Utenti  
• Piccole e medie imprese  
• Grandi aziende  
 

Punti Chiave  
• Scalabilità al top, con oltre 105TB di capacità raw con dischi SATA  
• snapshots, backup e componenti “hot-swappable”per evitare il downtime e 

la perdita di dati  
• RAID-6 (parità doppia) per maggiore disponibilità e una ricostruzione 

affidabile dei gruppi RAID  
• Partizionamento della cache per ottimizzare la performance delle 

applicazioni  
 

Specifiche Tecniche  
. 
Capacità RAW  105TB (SATA)  
Opzioni dischi  500GB SATA (7200RPM) , 750GB SATA (7200RPM), 1TB SATA (7200RPM) 
interfaccia dischi  SATA  
Numero di dischi alloggiabili 
(Min/Max)  4-105 SATA  
Numero di controller  1 or 2  
connessioni Host Fibre Channel  4Gbit/sec  
Numero massimo di hosts (virtual 
ports)  512  
Active loops per numero di dischi  4/15  
LUNs  512  
Supporto RAID  RAID-1  
. RAID-1+0  
. RAID-5  
. RAID-6  
Nondisruptive component 
replacement  MAJOR FRU  
. Nondisruptive hot-pluggable disks  
. Nondisruptive microcode updates  
Cache massima  1GB-2GB  
Cache binding  Hitachi Cache Residency Manager  
software di gestione  Hitachi Resource Manager utility package, Hitachi HiCommand Suite and Storage Area Manager (SAM)  
Copie Point-in-time  Hitachi ShadowImage In-System Replication, Hitachi Copy-on-Write Snapshot  
Sicurezza LUN  Hitachi Volume Security  
Storage system basd “write once, 
read many”(WORM) data protection 

Hitachi Data Retention Utility  
Gestione dinamica delle LUN  Logical Volume Concatention  
Host failover  Hitachi Dynamic Link Manager path manager  
Gestione eterogenea della SAN  HiCommand Storage Services Manager and HiCommand Path Provisioning Manager  
Sistemi Operativi supportati  Microsoft Windows NT, Windows 2000, Windows Server 2003  
. LINUX  
. IBM AIX  
. HP-UX  
. Sun Solaris  
. HP Tru64 UNIX  
. SGI IRIX  
. Novell NetWare  
. HP OpenVMS  
. VMWare  
. Apple MAC OS  
 
Modello  

. Part Number  
. Listino  

. 
. 

ACER-HDS WMS100 
Acer-HDS WMS100 Storage Base Unit rack 4U, 1x 4GBps FC-SATA controller RAID 1, 10, 5, 50, 6 (no 
cache memory, secondo controller opzionale), no HDD, Rackmount Kit incluso, cache partition manager,
3 anni gar. OS NBD 

. 
ST.R2100.011 EUR 5000.00 

. 

. 

 



Server & Storage 
 

I prezzi si intendono al pubblico Iva esclusa - Le informazioni riportate nel presente listino potrebbero subire variazioni senza preavviso  

Listino prezzi 
01 Aprile 2009 

. 
Acer-Hitachi Storage AMS200 

. 

 

Caratteristiche Principali  
�x Interfaccia in FC to FC da 4GBps 
�x Cache memory fino a 2GB per canale  
�x Controller FC con supporto livelli RAID 0,1, 5, 10, 50, 6  
�x Fino a 105 HDD FC ad alta affidabilità, alta velocità 
�x Possibilità di intermix tra SATA e FC 
�x Soluzione SW opzionali come: Hitachi Shadow Image In-System 

Replication, Hitachi Copy-on-Write Snapshot  
 

Target Utenti  
�x Piccole e medie imprese  
�x Grandi aziende  
 

Punti Chiave  
�x Performance e Scalabilità al top, con oltre 96TB di capacità raw con dischi 

Fiber Channel  
�x snapshots, backup e componenti “hot-swappable”per evitare il downtime e 

la perdita di dati  
�x RAID-6 (parità doppia) per maggiore disponibilità e una ricostruzione 

affidabile dei gruppi RAID  
�x Partizionamento della cache per ottimizzare la performance delle 

applicazioni  
 

Specifiche Tecniche  
. 
Cepacità RAW  94.5TB connecting to 6* SATA Expansion Units  
. 31.5TB connecting to 6* Fibre Channel Expansion Units  
Opzioni dischi  146GB Fibre Channel (10,000RPM)  o (15,000RPM) 
. 300GB Fibre Channel (10,000RPM)  
. 500GB SATA (7,200RPM) o 750 GB SATA (7,200RPM) o 1TB SATA (7,200RPM) 
interfaccia dischi  SATA-Fibre Channel Intermix in the same RAID system  
Numero di dischi alloggiabili 
(Min/Max)  4-105 Fibre Channel  
. 0-90 SATA  
Numero di controller  1 or 2  
Connessioni Host Fibre Channel  4 at 2Gbit/sec or 4Gbit/sec  
Numero massimo hosts (virtual 
ports)  512  
Active loops per numero di dischi  4/15  
LUNs  512  
Supporto RAID  RAID-0 (Fibre Channel only)  
. RAID-1  
. RAID-1+0  
. RAID-5  
. RAID-6  
Nondisruptive component 
replacement  MAJOR FRU  
. Nondisruptive hot-pluggable disks  
. nondisruptive microcode updates  
Cache massima  1GB-4GB  
Cache binding  Cache Residency Manager feature  
software di gestione  Hitachi Resource Manager utility package  
. Hitachi HiCommand Suite  
. Storage Area Management (SAM)  
Copie Point-in-time  Hitachi ShadowImage In-System Replication  
. Hitachi Copy-on-Write Snapshot  
Sicurezza LUN  Hitachi Volume Security  
Storage system basd “write once, 
read many”(WORM) data protection 

Hitachi Data Retention Utility  
Gestione dinamica delle LUN  Logical Volume Concatenation  
Host failover  Hitachi Dynamic Link Manager path manager  
Gestione eterogenea della SAN  HiCommand Storage Service Manager and HiCommand Path Provisioning Manager  
Sistemi Operativi supportati  Microsoft Windows NT, Windows 2000, Windows Server 2003  
. LINUX  
. IBM AIX  
. Sun Solaris  
. HP UX, HP Tru64 UNIX, HP OpenVMS  
. SGI IRIX  
. Novell NetWare  
. VMWare  
. Apple MAC OS  
 
Modello  

. Part Number  
. Listino  

. 
. 

ACER-HDS AMS200 
Acer-HDS AMS200 Storage Base Unit rack 4U, 1x 4GBps FC-FC controller RAID 0,1, 10, 5, 50, 6 with 
dual battery backup unit (no cache memory, secondo controller opzionale), no HDD, Rackmount Kit 
incluso, cache partition manager, 3 anni gar. OS NBD 

. 
ST.R2000.016 EUR 7000.00 

. 

. 
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. 
Altos Storage Server (ASC 5.0)  

. 

 

Caratteristiche Principali  
�x Unica soluzione SAN e NAS utilizzabile attraverso la rete IP 
�x 2TB di storage subito disponibile  
�x Funzionalità di TimeMark’s, fino a 64 per eliminare qualsiasi rischio di 

perdita dati e ridurre i tempi di recupero 
�x Funzionalità di mirroring delle soluzioni ASC per una maggior protezione 

dei dati   
 

Target Utenti  
�x Piccole e medie imprese  
�x Grandi aziende  
 

Punti Chiave  
�x Tecnologia avanzata con processori Intel Xeon 64 bit Quad Core™, e 

tecnologia SAS / SATA 
�x Design flessibile e modulare con ridondanza di alimentatori e ventilazione

�x Il migliore nella sua categoria per capacità di storage (fino a 6TB)  
 

Specifiche Tecniche  
. 
 
Modello  

. Part Number  
. Listino  

. 
. 

Acer Storage Server  
Storage Server ASC G330Mk2. ASC 5.0 Valuepack. Xeon X3330 2,66GHz, 1x1GB, PCI RAID 256MB 
controller SO.SA256.A01, 4x500GB SATA, DVD, 1xLAN gigabit onboard, EURO power cable, PS2 
mouse, NO KB, EasyBuild 

ST.ASCG3.001 
 

EUR 5000.00 
 

 

Acer Storage Server  
Storage Server ASC G540. ASC 5.0 Valuepack. Xeon E5405, 2x1GB FBD 667, daughterboard + PCI 
RAID 128MB controller, 4x750GB SATA, DVD, 2xLAN gigabit onboard, EURO power cable, PS2 mouse,
NO KB, EasyBuild, ASM. 

ST.ASCG5.003 EUR 5900.00 
. 

. 

Acer Storage Server  
Storage Server ASC R720. ASC 5.0 Valuepack. Rack 2U, Xeon E5405, 2x1GB FBD 667, RAID 5 
+256MB cache, 5x500GB SATA HDD, DVD, EURO power cable, rack rail kit, cable arm, no KB, no 
mouse, EasyBuild, ASM 

. 
ST.ASCR7.005 EUR 6350.00 

. 

. 

Acer Storage Server  
Storage Server ASC HA R720. ASC 5.0 Valuepack. Rack 2U, Xeon 5405, 2x1GB FBD 667, RAID 5 
+256MB cache, 2x73GB 15K SAS HDD, DVD, EURO power cable, rack rail kit, cable arm, no KB, no 
mouse, EasyBuild, ASM 

. 
ST.ASCR7.006 EUR 6100.00 

. 

. 

 


